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LCD-TFT Monitors Selection Guide



                      Type

Features
6,4" 

LCD-TFT Panel / Panel Kit
10,4" 

LCD-TFT Panel / Panel Kit
10,4" 

LCD-TFT Panel / Panel Kit
12,1" 

LCD-TFT Panel Mount Monitor
12,1" 

LCD-TFT Panel / Panel Kit
Viewing Area 6,4'' TFT Active Matrix Panel 10,4" TFT Active Matrix Panel 10,4" TFT Active Matrix Panel 12,1" TFT Active Matrix Panel 12,1" TFT Active Matrix Panel
Touch Panel (mm) no no without TouchScreen without TouchScreen
Pixel Pitch(mm) 0,203 x 0,203 0,0685 x 0,2055 0,264 x 0,264 0,24 x 0,24 0,24 x 0,24
Resolution 640 x 480 1.024 x 768 XGA 800 x 600 SVGA 1.024 x 768 XGA 1.024 x 768 XGA
Effective Display Area (mm) 129,6 x 97,4 210,4 x 157,8 211,2 x 158,4 245,8 x 184,3 245,8 x 184,3
Color 262k 16,2M 262k 262k 262k
Response Time(tr/tf) 40ms (Max.) 40ms 35ms 33ms 50ms
Contrast Ratio 400:1 (Typ.) 800:1 500:1 800:1 500:1
Brightness 1.000 cd/m² 1.000 cd/m² 1.500 cd/m² 1.000 cd/m² 1.250 cd/m²
Dimmable
Viewing Angle H:120°

V: 95°
H:150°
V: 150°

H:+60° ~ -60°
V:+40° ~ -60°

H: 140°
V: 140°

H: +70° ~ -70°
V: +55° ~ -70°

Backlight LED LED 6 CCFL LED
Lamp Life 50.000 hours 50.000 hours 50.000 hours
Input Signal n.a./ RGB Analog 0,7V Peak to Peak 

n.a. / S-Video (Optional)
n.a. / RGB Analog 0,7V Peak to Peak
n.a. / S-Video (Optional)

Input Connector n.a. / 15 Pin D-sub, DVI n.a. / 15 Pin D-sub n.a. / 15 Pin D-sub, DVI n.a. / 15 Pin D-sub

Scan Frequency

Control Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color 
Phase, Clock, Management

Power Supply
Power Management
Power Supply Cable
Consumption 13W 25W/ 30W 18,5W 28W/ 32W
Operating Temperature -20°C - 60°C -10°C - 60°C -20°C - 60°C
Storage Temperature -20°C - 70°C -40°C - 80°C
Sync Signal LVDS LVDS n.a. / LVDS LVDS n.a. / LVDS
Scanning
Dimension (mm) 175,4 x 126,9 x 12,5 226 x176,8 x 10,67 283,0 x 184,0 x 27,2 272,0 x 204,6 x 13,3 277,4 x 204,6 x 27,0
Net Weight(Kg) 0,600 kg 0,68Kg/ 0,75Kg 0,752 kg 0,75Kg/ 0,80Kg
Color Case
Safety & EMI
Vibration 1.5G
Pixel (MHz)
Options Anti-reflective glass

AOT
EMC

VGA+DVI+Video Anti-reflective glass
AOT

Ordering Number t.b.d. tbd. / DGTL1040 DMXX3010/ 3110 t.b.d. / DGTL1060 DMXX3021/ 3121

LCD-TFT Panels & Panel Kits for Industrial & Sunlight Readable Applications 
LCD-TFT Panel = TFT Module + Inverter
LCD-TFT Panel Kit = TFT Module + Inverter + Interfaceboard
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                      Type

Features
15" 

LCD-TFT Panel / Panel Kit
15" 

LCD-TFT Panel / Panel Kit
17" 

LCD-TFT Panel / Panel Kit
17" 

LCD-TFT Panel Kit
Viewing Area 15" TFT Active Matrix Panel 15" TFT Active Matrix Panel 17" TFT Active Matrix Panel 17" TFT Active Matrix Panel
Touch Panel (mm) without TouchScreen without TouchScreen without TouchScreen
Pixel Pitch(mm) 0,297 x 0,297 0,297 x 0,297 0,264 x 0,264 0,264 x 0,264
Resolution 1.024 x 768 1.024 x 768 1.280 x 1.024 1.280 x 1.024
Effective Display Area (mm) 304,1 x 228,1 304,1 x 228,1 337,9 x 270,3 337,9 x 270,3
Color 16.2M 16.2M 262k 16.2M
Response Time(tr/tf) 25ms 12ms 16ms 12ms
Contrast Ratio 800:1 500:1 500:1 500:1
Brightness 1.000cd/m² 1.600cd/m² 1.000 cd/m² 1.200 cd/m²
Dimmable
Viewing Angle H: 160°

V: 160°
H: +65° ~ -65°
V: +65° ~ -55°

H: +80° ~ -80°
V: +75° ~ -75°

H: +70° ~ -70°
V: +65° ~ -65°

Backlight LED CCFL CCFL CCFL
Lamp Life 50.000 hours
Input Signal n.a. / RGB Analog 0,7V Peak to Peak

n.a. / S-Video
n.a. / RGB Analog 0,7V Peak to Peak
n.a. / S-Video

n.a. / RGB Analog 0,7V Peak to Peak
n.a. / S-Video

Input Connector n.a. / 15Pin D-sub 29 Pin DVI-D n.a. / 15Pin D-sub / 29Pin DVI-D n.a. / 15Pin D-sub / 29Pin DVI-D

Scan Frequency

Control n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

Power Supply
Power Management
Power Supply Cable
Consumption 51,5W/ 56,5W 60W / 65 W 60W / 65 W
Operating Temperature -20°C ~ +60°C
Storage Temperature
Sync Signal LVDS LVDS n.a. / LVDS LVDS
Scanning
Dimension (mm) 326,5 x 248,5 x 15,0 326,5 x 253,5 x 19,5 358,5 x 296,5 x 29,0 358,5 x 296,5 x 29,0
Net Weight(Kg) 1,5Kg 1,70Kg/ 1,75Kg 1,67Kg/ 1,93Kg 1,93Kg/ 1,93Kg
Color Case
Safety & EMI
Vibration
Pixel (MHz)
Options Anti-reflective glass

AOT

Ordering Number t.b.d. / DGTL1070 DMXX3031/ 3131 DMXX3040/ 3140 t.b.d./DMXX3142

LCD-TFT Panels & Panel Kits for Industrial & Sunlight Readable Applications 
LCD-TFT Panel = TFT Module + Inverter
LCD-TFT Panel Kit = TFT Module + Inverter + Interfaceboard
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                      Type

Features
19" 

LCD-TFT Panel / Panel Kit
19" 

LCD-TFT Panel / Panel Kit
20,1" 

LCD-TFT Panel / Panel Kit
31,5" 

LCD-TFT Panel / Panel Kit
Viewing Area 19" TFT Active Matrix Panel 19" TFT Active Matrix Panel 20,1" TFT Active Matrix Panel 31,5" TFT Active Matrix Panel
Touch Panel (mm) without TouchScreen without TouchScreen without TouchScreen without ToichScreen / TouchScreen resistive
Pixel Pitch(mm) 0,294 x 0,294 0,294 x 0,294 0,51 x 0,51 0,51075
Resolution 1.280 x 1.024 1.280 x 1.024 800 x 600 1.366 x 768 WXGA
Effective Display Area (mm) 376,3 x 301,1 376,3 x 301,1 408,0 x 306,0 697,7 x 392,6
Color 16.7M 16.2M 16.7M 16,7M
Response Time(tr/tf) 20ms 6ms 16ms 24ms
Contrast Ratio 800:1 700:1 500:1 800:1
Brightness 700 cd/m² 1.000 cd/m² 1000cd/m² 500 cd/m² / 1.000 cd/m² 
Dimmable
Viewing Angle H: +85° ~ -85°

V: +85° ~ -80°
H: +70° ~ -70°
V: +70° ~ -60°

H: +85° ~ -85°
V: +85° ~ -80°

H: +85° ~ -85°
V: +85° ~ -85°

Backlight CCFL CCFL CCFL
Lamp Life 60.000 hrs
Input Signal n.a. / RGB Analog

0,7V Peak to Peak
n.a. / S-Video

n.a. / RGB Analog
0,7V Peak to Peak
n.a. / S-Video

n.a. / RGB Analog
0,7V Peak to Peak
n.a. / S-Video

Analog VGA/CRT
AV/S-Video/Component/TV Tuner/Remote Control 
(optional)

Input Connector 15Pin D-sub / 29Pin DVI n.a. / 15Pin D-sub / 29Pin DVI 15Pin D-sub / 29Pin DVI D- Sub 15 Pin
DVI-D

Scan Frequency Hf: 80KHz 
Vf: 56 ~ 75 Hz

Control n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

Power Supply AC100-240V, 50-60Hz
Power Management
Power Supply Cable
Consumption 63W / 68W 63W / 68W 66W/ 68W 200W
Operating Temperature 0°C ~ 50°C
Storage Temperature
Sync Signal LVDS LVDS n.a. / TTL Positiv or Negativ LVDS
Scanning
Dimension (mm) 404,6 x 330,0 x 23,5 396,0 x 324,0 x 28,0 448,0 x 347,0 x 30,2 820,0 x 530,0 x 110,6 
Net Weight(Kg) 2,10Kg/ 2,50Kg 2,10Kg/ 2,50Kg 2,48Kg/ 2,74Kg 20,6 Kg
Color Case
Safety & EMI
Vibration
Pixel (MHz)
Options

Ordering Number DMXX3050/ 3150 tbd./ DMXX3151 DMXX3060/ 3160 tbd / DMXX3170

LCD-TFT Panels & Panel Kits for Industrial & Sunlight Readable Applications 
LCD-TFT Panel = TFT Module + Inverter
LCD-TFT Panel Kit = TFT Module + Inverter + Interfaceboard
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                      Type

Features
15" 

Smart Panel
15" 

Compact Panel
17" 

Compact Panel
19" 

Smart Panel
Viewing Area 15" 15" 17" 19"
Touch Panel no / yes no no no / yes
Pixel Pitch (mm) 0,297 x 0,297 0.297 x 0.297 0.264 x 0.264 0,294 x 0,294
Resolution 1.024 x 768 1.024  x 768 1.280  x 1.024 1.280 x 1.024
Effective Display Area (mm) 304,1 x 228,1 337,92 x 270,336
Color 16.2M 16.2M 16,2 Mio 16,2 Mio.
Response Time(tr/tf) 25ms tr 5ms / tf 20ms tr 1,3ms / tf 3,7ms 8ms
Contrast Ratio 400:1 700 : 1 1000 : 1 700:1
Brightness  360cd/m² 450 cd/m2 300 cd/m2 300 cd/m²
Dimmable
Viewing Angle H: 160°, V: 140° H: 160°, V: 160° H: 160°, V: 160° H:150° / V:130°
Backlight CCFL 2x CCFL 4 CCFL (2 Dual) 6 CCFL
Lamp Life 50.000hrs
Input Signal Analog RGB, Digital DVI Video / Sync
Input Connector 1 x 24Pin DVI-D

1 x 15Pin D-Sub
1 x 9Pin D-Sub Female

DC Jack, 15Pin D-Sub
1 x 24Pin DVI-D

DC Jack, 15Pin D-Sub
1 x 24Pin DVI-D

Scan Frequency
H: 30 - 60 KHz
V: 55 - 75 Hz

H: 48,3- 60 KHz
V: 60 - 75 Hz

H: 64 - 82,1 KHz
V: 60 - 77 Hz

Control OSD OSD OSD OSD
Power Supply 100-200VAC IN

12VDC OUT
12 VDC 12 VDC

Power Management VESA VESA DPMS standard Supports VESA DPMS
Power Supply Cable
Consumption 33W / 3W (Power Saving Mode) 27W max . 26W max.
Operating Temperature -30°C - +60°C -10°C - 60°C 0°C - 50°C 0°C - 50°C

Storage Temperature -40°C - +80°C -25°C - +70°C -25°C - +60°C -20°C - +60°C
Sync Signal
Scanning
Dimension (mm) 359 x 257.4 x 63.2mm 342,5 x 253,5 x 25 358.5 x 296.5 x 17.5 440 x 328,4 x 73,3
Net Weight(Kg) 2,8Kg 4,45 Kg
Color Case
Safety & EMI
Vibration 1,5 G (non-operating) 1,5 G (non-operating)
Pixel (MHz)
Option AV in /out

S-Video
Audio

AC Adapter
IEC Power Cord EU-Connector black 1,8m

AC Adapter
IEC Power Cord EU-Connector black 1,8m

Protective Glass (3mm)

Ordering Number DMXX 5500 / 5501 / 5503 DMXX5570 DMXX5580 DMXX 5520 / 5521
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LCD-TFT Monitor Compact Modules
LCD-TFT Display + Inverter + Interfaceboard with OSD-Kit
These panel-subsystems unify display, controller card and inverter to one operating unit. Included in the delivery is an OSD-kit, power cable and VGA cable. 

4

DELTA COMPONENTS GmbH Auweg 27, D-79761 Waldshut-Tiengen, Tel. +49/7751/8399-0, Fax: +49/7751/8399-99, www.delta-components.de, info@delta-components.de



                      Type

Features

15"  
LCD-TFT Open Frame Monitor

17"  
LCD-TFT Open Frame Monitor

17"  
LCD-TFT Open Frame Monitor

19"  
LCD-TFT Open Frame Monitor

20,1"  
LCD-TFT Open Frame Monitor

31,5"  
LCD-TFT Open Frame Monitor

Viewing Area 15" TFT Active Matrix Panel 17" TFT Active Matrix Panel 17" TFT Active Matrix Panel 19" TFT Active Matrix Panel 20,1" TFT Active Matrix Panel 31,5"
Touch Panel no / resistive / capacitive OEM no / resistive / capacitive OEM no / resistive / capacitive OEM no / yes no
Pixel Pitch (mm) 0,297 x 0,297 0,264 x 0,264 0,264 x 0,264 0,294 x 0,294 0,51 x 0,51 0,51075
Resolution 1.024 x 768 XGA 1.280 x 1.024 SXGA 1.280 x 1.024 SXGA 1.280 x 1.024 SXGA 800 x 600 1.366 x 768 WXGA
Effective Display Area (mm) 304,1 x 228,1 337,9 x 270,3 337,9 x 270,3 376,3 x 301,1 408 x 306 697,7 x 392,6
Color 262k 262k 262k 16,7M

(RGB 8bit-data)
16,7M 16,7M

Response Time(tr/tf) 16ms (Typ.) 16ms (Typ.) 16ms (Typ.) 25ms (Typ.) 16ms (Typ.) 24ms
Contrast Ratio 400:1 450:1 500:1 700:1 500:1 800:1
Brightness 250 cd/m² 350 cd/m² 1.000 cd/m² 250 cd/m² 1.000 cd/m² / 500 cd/m² 500 cd/m² / 1.000 cd/m² 
Dimmable
Viewing Angle H: +60° ~ -60°

V: +40° ~ -60°
H: +70° ~ -70°
V: +70° ~ -70°

H: +80° ~ -80°
V: +75° ~ -75°

H: +85° ~ -85°
V: +85° ~ -85°

H: +85° ~ -85°
V: +85° ~ -80°

H: +85° ~ -85°
V: +85° ~ -85°

Backlight 2 CCFL CCFL CCFL CCFL
Lamp Life 60.000 hrs
Input Signal S-Video, AV, Component Analog VGA/CRT

AV/S-Video/Component/TV Tuner/Remote 
Control (optional)

Input Connector D- Sub 15 Pin, 29 Pin DVI-D,
BNC Jack (optional), 
S-VHS Din Type

D- Sub 15 Pin,
BNC Video Out Jack

D- Sub 15 Pin
DVI-D (optional)

Scan Frequency 60 Hz (typ.) 75 (max.) H: 31,0~80 KHz/
V: 56~75 Hz

Hf: 80KHz 
Vf: 56 ~ 75 Hz

Control
Power Supply 12V + 5,0V + 5,0V AC100 ~ 240V, 50-60Hz AC100-240V, 50-60Hz
Power Management
Power Supply Cable
Consumption 20W (Typ.) @8mA (All White Pattern) 30W (Typ.) ( w/o Inverter, All White pattern) 65W 50W (Typ.) 

(w/o Inverter, All white pattern)
80W (Max.) 200W / 260W

Operating Temperature 0°C ~ +50°C 0°C ~ +50°C 0°C ~ +50°C 0°C ~ +50°C 0°C ~ 50°C
Storage Temperature -20°C ~ +60°C -20°C ~ +60°C -20°C ~ +60°C
Sync Signal LVDS (1 ch) Even/ Odd/ G/B Data, 3 sync signal, Clock Even/ Odd/ G/B Data, 3 sync signal, Clock LVDS

Scanning
Dimension (mm) 331,0 x 275,5 x 44,8 365,90 x 325,00 x 48,30 /

452,40 x 361,40 x 52,55
436,0 x 373,0 x 54,1 410,8 x 354,4 x 50,5 455,0 x 356,0 x 62,13 820,0 x 530,0 x 110,6 

Net Weight (Kg) 3,27 Kg (Typ.) 4,71 Kg (Typ.) 4,1Kg 5,2 Kg (Typ.) 7,38 Kg (Typ.) 20,6 Kg/ 23,2 Kg
Color Case --- --- ---
Safety & EMI
Vibration
Pixel (MHz)
Options
Ordering Number DMXX3310 / 3311 / 3313 DMXX3320 / 3321 / 3323 t.b.d. DMXX3330 / 3331 /  3333 DMXX3336 / 3337 DMXX3340 / 3344 / t.b.d.
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LCD-TFT Open Frame Monitors for Industrial Applications                        
LCD-TFT Module + Inverter + Interfaceboard + Open Frame Housing
The Open Frame LCD monitor family is ideal for cost-sensitive retail, ticketing and hospitality kiosk applications. Easily integrated into your unique kiosk enclosure, the touch or non-touch monitors are available in all 
standard sizes to satisfy a broad range of industrial application needs. 
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Coming soon
                      Type

Features

8" 
CCTV LCD Rack Mount Monitor

8,4" 
LCD-TFT Panel Mount Monitor

10,4" 
LCD-TFT Panel Mount Monitor

Sunlightreadable

10,4" 
LCD-TFT Panel Mount Monitor

12,1" 
LCD-TFT Panel Mount Monitor

Sunlightreadable
Viewing Area 8'' 8,4" 10,4" TFT Active Matrix Panel 10,4" 12,1" TFT Active Matrix Panel
Touch Panel no no /  resistive no no / resistive
Pixel Pitch (mm) 0,213 x 0,213 0,264 x 0,264 0,264 x 0,264 0,24 x 0,24
Resolution 800 x 600 SVGA 800 x 600 SVGA 800 x 600 SVGA 800 x 600 SVGA 1.024 x 768 XGA

Effective Display Area (mm) 170,4 x 127,8 211,2 x 158,4 211,2 x 158,4 245,8 x 184,3
Color 262k 262k 262k 262k
Response Time(tr/tf) 10/15ms 10/25ms 35ms 10/25ms 23ms
Contrast Ratio 500:1 500:1 500:1 500:1 800:1
Brightness 300 cd/m² 220 cd/m² 1.500 cd/m² 230 cd/m² 1.000 cd/m²
Dimmable no no
Viewing Angle T:70° B:70° L:70° R:70° T:60° B:40° L:60° R:60° H:+60° ~ -60°

V:+40° ~ -60°
T:35° B:65° L:60° R:60° H: 140°

V: 140°

Backlight 1 CCFL 6 CCFL 1 CCFL LED
Lamp Life 20.000 hrs 20.000 hrs 50.000 hours
Input Signal Analog VGA & Video Analog VGA/CRT 0,7V Peak to Peak

15 Pin D-sub
S-Video, AV (optional)

Analog VGA & Video

Input Connector 1x S-Video In 
1x Audio In 
2x BNC Input

D-Sub 15 Pin, BNC Jack, 
S-VHS Din Type

D-Sub 15 Pin, BNC Jack, 
S-VHS Din Type

Scan Frequency H: 31,5~48 KHz/
V: 56~75Hz

H: 31,5~48 KHz/
V: 56~75 Hz

Control OSD OSD Brightness, Contrast, H/V Position, Color Phase, 
Clock, Management

OSD Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Power Supply DC 12V Universal AC 100~240 V, 50/60Hz & DC12V Universal AC 100~240V, 50/60Hz
Power Management VESA DPMS Standard VESA DPMS Standard
Power Supply Cable
Consumption 20W 11W/ Stand by 1W 30W 12W/ Stand by 1W 22W
Operating Temperature 0°C~40°C 0°C~50°C 0°C~50°C -20°C ~ +60°C
Storage Temperature -10°C~60°C -20°C~60°C -20°C~60°C
Sync Signal TTL Level +/- Polarity LVDS TTL Level +/- Polarity LVDS

Scanning Non-Interlace Non-Interlace
Dimension (mm) 190,0 x 173,0 x 25,0 235,6 x 172,6 x 58,0 340,0 x 228,0 x 54,2 270,0 x 200,0 x 59,0 338 x 278 x 59,3

Net Weight(Kg) 1,8Kg 3,15Kg 2,0 Kg 3,51 kg
Color Case
Safety & EMI CE (EMC+LVD) / FCC CE (EMC+LVD) / FCC
Vibration 10Hz/ One-way 1m/m 10Hz/ One-way 1m/m
Pixel (MHz) 50MHz 50MHz
Options Rack mount bracket,

Strengthen Glass
TouchScreen
Strenghten Glass

S-Video/AV connector TouchScreen
Strenghten Glass

AOT

Ordering Number DMXX8480 DMXX8411/ 8412 DMXX3210 DMXX8421/ 8422 t.b.d.
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LCD-TFT Panel Mount Monitors for industrial Applications                                          
LCD-TFT Module + Inverter + Interfaceboard + Panel Mount Housing
The panel mount LCD monitors are flat panel TFT monitors and can be used for a variety of specialized mounting applications. All user controls are located on monitor, making the panel mount displays a 
good choice for applications requiring a display with no external or exposed controls. 
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                      Type

Features

12,1" 
LCD-TFT Panel Mount Monitor

Sunlightreadable

12,1" 
LCD-TFT Panel Mount Monitor

15" 
LCD-TFT Panel Mount Monitor

 Metal Frame

15" 
LCD-TFT Panel Mount Monitor

Sunlightreadable

15" 
LCD-TFT Panel Mount Monitor

 Metal Frame
Viewing Area 12,1" TFT Active Matrix Panel 12,1" 15" TFT Active Matrix Panel 15" TFT Active Matrix Panel 15"
Touch Panel no no /  resistive no no /  resistive
Pixel Pitch (mm) 0,24 x 0,24 0,3075 x 0,3075 0,297 x 0,297 0,297 x 0,297 0,297 x 0,297
Resolution 1.024 x 768 XGA 800 x 600 SVGA 1.024 x 768 1.024 x 768 1.024 x 768 XGA

Effective Display Area (mm) 245,8 x 184,3 246,0 x 184,5 304,1 x 228,1 304,1 x 228,1 304,1 x 228,1
Color 262k 262k 16.2M 16,2M 262k
Response Time(tr/tf) 50ms 10/25ms 25ms 12ms 4+12ms
Contrast Ratio 250:1 500:1 800:1 400:1 500:1
Brightness 1.250 cd/m² 400 cd/m² 1.000cd/m² 1.600cd/m² 350 cd/m²
Dimmable no no
Viewing Angle H: +70° ~ -70°

V: +55° ~ -70°
T:50° B:60° 
L:70° R:70°

H: 160°
V: 160°

H: +70° ~ -70°
V: +65° ~ -65°

T:40° B:60° L:60° R:60°

Backlight CCFL 2 CCFL LED 2 CCFL
Lamp Life 50.000 hrs 50.000 hours 50.000 hrs
Input Signal Analog VGA/CRT 0,7V Peak to Peak

15 Pin D-sub
S-Video/AV (optional)

Analog VGA & Video Analog VGA/CRT 0,7V Peak to Peak 
15 Pin D-sub 29 Pin DVI-D
PAL/NTSC/S-Video/AV connector

Analog VGA & Video

Input Connector D-Sub 15Pin, BNC Jack, 
S-VHS Din Type

D-Sub 15Pin, BNC Jack, 
S-VHS Din Type

Scan Frequency H: 31,5~48 KHz/ 
V: 56~75 Hz

H: 31,5~60 KHz/ 
V: 56~75 Hz

Control Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

OSD n.a. / Brightness, Contrast, H/V Position, Color, 
Phase, Clock, Management

Brightness, Contrast, H/V Position, Color Phase, 
Clock, Management

OSD

Power Supply Universal AC 100~240V, 50/60Hz & DC12V Universal AC 100~240V, 50/60Hz
Power Management VESA DPMS Standard VESA DPMS Standard
Power Supply Cable
Consumption 32W 12W / Stand by 1W 30W 56,5W 23W / Stand by 1W

Operating Temperature 0°C ~ 50°C -20°C ~ +60°C 0°C ~ 50°C
Storage Temperature -20°C-60°C -20°C-60°C
Sync Signal LVDS TTL Level +/- Polarity LVDS LVDS TTL Level +/- Polarity

Scanning Non-Interlace Non-Interlace
Dimension (mm) 338,0 x 278,0 x 59,3 330,0 x 240,0 x 55,0 389 x 325 x 61,6 389,0 x 325,0 x 60,5 379,4 x 285,4 x 53,0 /

379,4 x 285,4 x 57,0
Net Weight(Kg) 3,07Kg 3,2 Kg 1,5Kg 3,92Kg 5,0 Kg
Color Case
Safety & EMI CE (EMC+LVD) / FCC CE, FCC CE (EMC+LVD) / FCC
Vibration 10Hz/ One-way 1m/m 10Hz/ One-way 1m/m
Pixel (MHz) 50 MHz 78,75 MHz
Options TouchScreen

S-Video/AV connector
TouchScreen
Strenghten Glass

Anti-reflective glass
AOT

Light  Sensor
VR control

TouchScreen
Strenghten Glass

Ordering Number DMXX3223 DMXX8431/ 8432 t.b.d. DMXX3234 / 3235 / 3237 DMXX8440/ 8446
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LCD-TFT Panel Mount Monitors for Industrial Applications                                           
LCD-TFT Module + Inverter + Interfaceboard + Panel Mount Housing
The panel mount LCD monitors are flat panel TFT monitors and can be used for a variety of specialized mounting applications. All user controls are located on monitor, making the panel mount displays a good 
choice for applications requiring a display with no external or exposed controls. 
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                      Type

Features

17" 
LCD-TFT Panel Mount Monitor

Sunlightreadable

17" 
LCD-TFT Panel Mount Monitor

Sunlightreadable

19" 
LCD-TFT Panel Mount Monitor

19" 
LCD-TFT Panel Mount Monitor

20" 
LCD-TFT Panel Mount Monitor

Sunlightreadable
Viewing Area 17" TFT Active Matrix Panel 19" TFT Active Matrix Panel 19" TFT Active Matrix Panel 20" TFT Active Matrix Panel
Touch Panel no no / resistive / capacitive no / resistive no / resistive no / resistive
Pixel Pitch (mm) 0,264 x 0,264 0,264 x 0,264 0,294 x 0,294 0,294 x 0,294 0,51 x 0,51
Resolution 1.280 x 1.024 1.280 x 1.024 1.280 x 1.024 1.280 x 1.024 800 x 600 SVGA

Effective Display Area (mm) 337,9 x 270,3 337,9 x 270,3 376,3 x 301,06 376,3 x 301,6 408,0 x 306,0
Color 16,2 M 16,2M 16,7M 16,2M 16,7M
Response Time(tr/tf) 8ms 12ms 20ms 6ms 16ms
Contrast Ratio 500:1 500:1 1000:1 700:1 500:1
Brightness 1.000 cd/m² 1.200 cd/m² 700 cd/m² 1.000 cd/m² 1.000 cd/m²
Dimmable
Viewing Angle H: +70° ~ -70°

V: +70  ~ -60°
H: +70° ~ -70°
V: +65° ~ -65°

H: +89° ~ -89°
V: +89° ~ -89°

H: +70° ~ -70°
V: +70° ~ -60°

H: +85° ~ -85°
V: +85° ~ -80°

Backlight
Lamp Life 50.000 hrs
Input Signal Analog VA/CRT 0,7V Peak to Peak

15 Pin D-sub 29 Pin DVI-D
S-Video/AV connector (optional)

Analog VA/CRT 0,7V Peak to Peak
15 Pin D-sub 29 Pin DVI-D

RGB
15 Pin D-sub 29 Pin DVI-D

Analog VA/CRT 0,7V Peak to Peak
15 Pin D-sub 29 Pin DVI-D
S-Video/AV connector (optional)

15 Pin D-sub
BNC Video Out Jack
S-Video / AV / Component (optional)

Input Connector

Scan Frequency H: 31~80KHz / 
V: 56~75Hz

Control Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Brightness, Contrast, H/V Position, Color, Phase, 
Clock, Management

Brightness, Contrast, H/V Position, Color Phase, 
Clock, Management

Power Supply Universal AC 100~240 V, 50/60Hz Universal AC 100~240 V, 50/60Hz
Power Management
Power Supply Cable
Consumption 65 W 65 W 70W 80W 68W

Operating Temperature 0°C ~ 50°C 0°C ~ 50°C
Storage Temperature
Sync Signal LVDS LVDS LVDS TTL Positiv or Negativ

Scanning
Dimension (mm) 436,0 x 375,0 x 61,5 436,0 x 373,0 x 61,5 418,30 x 343,05 x 52,90 418,30 x 343,05 x 52,90 507,00 x 415,00 x 63,1

Net Weight(Kg) 4,86Kg 4,86Kg 7,0Kg 7,0Kg 8,08Kg
Color Case
Safety & EMI
Vibration
Pixel (MHz) 135 MHz
Options TouchScreen TouchScreen VESA mount/Rotatable stand Anti-glare glass Remote Control

Ordering Number DMXX3240/ 3241 t.b.d. DMXX3250/3251 (MOQ) DMXX3252/3253 (MOQ) DMXX3260
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LCD-TFT Panel Mount Monitors for Industrial Applications                                            
LCD-TFT Module + Inverter + Interfaceboard + Panel Mount Housing
The panel mount LCD monitors are flat panel TFT monitors and can be used for a variety of specialized mounting applications. All user controls are located on monitor, making the panel mount displays a good 
choice for applications requiring a display with no external or exposed controls. 
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