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                    Type

Features

DeltaCar-PC
Type Berlin

DeltaCar-PC
Type Munich

DeltaCar-PC
Type Stuttgart DeltaMobile PC IV DeltaNav-PC 8,4'' DeltaNav-PC 10,4''

Memory (MB) 32 / 64 / 128 / 256 / 512MB 32 / 64 / 128 / 256 / 512MB 32 / 64 / 128 / 256 / 512MB 32 / 64 / 128 / 256 / 512MB 512MB / 1GB 32 / 64 / 128 / 256 / 512MB 

Optical Drive external device external device external device external device external device
Video Interfaces 1x VGA/CRT   &    1x LVDS                  1x VGA/CRT   &   1x LVDS                  1x VGA/CRT   &   1x LVDS                  1x VGA/CRT 1x VGA/CRT
TouchScreen yes (DeltaTerminal) yes (DeltaTerminal) yes (DeltaTerminal) yes yes
Resolution (mm) 800 x 600 1.024 x 768
Keyboard, Mouse 1x PS/2 1x PS/2 2x PS/2 1x PS/2 1x USB 1x PS/2

Parallel Interface  1x LPT 1x LPT 1x LPT n/a n/a
USB 2x V1.1 2x V1.1 3x V2.0   /   1x V1.1 3x V2.0   /   1x V1.1 3x USB2.0 Port A 3x V2.0   /   1x V1.1
Firewire IEEE1394 2x 2x n/a n/a n/a n/a
IDE Master/ Slave 1x 1x 1x 1x n/a 1x
TV-Input 3x Video-In (Composite) / 1x Video-In (S-VHS) 3x Video-In (Composite)  / 1x Video-In (S-VHS)
LAN Ports 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 
Sound Line-In  /  Line-Out  /  Mic-In Line-In  /  Line-Out  /  Mic-In Line-In  /  Line-Out  /  Mic-In/ SPDIF Line-Out  /  Mic-In  /  3,5mm jack Line-Out  /  Mic-In  /  2,5mm jack Line-Out  /  Mic-In  /  3,5mm audioconnector
PC Card PCMCIA/ PC-Card 2x type II or 1x type III PCMCIA/ PC-Card 2x type II or 1x type III PCMCIA/ PC-Card 2x type II or 1x type III PCMCIA/ PC-Card 2x type II or 1x type III PCMCIA PC-Card type II 32 bit Card Bus PCMCIA/ PC-Card 2x type II or 1x type III

Expansion 1x MiniPCI 1x VGA/Monitor
Conformity e1; Made in Germany e1; Made in Germany e1; Made in Germany Made in Germany FCC Class B, CE, TUV Made in Germany
Dimensions (mm) 180,0 x 52,0 x 196,0 180,0 x 52,0 x 196,0 180,0 x 52,0 x 196,0 241,0 x 156,0 x 61,0 231 x 192 x 42 258,0 x 214,0 x 61,0
Case aluminium housing in 1-DIN slot format aluminium housing in 1-DIN slot format aluminium housing in 1-DIN slot format aluminium aluminium
Colour black black black black black black
Weight 1,3Kg 1,3Kg 1,3Kg 1,8Kg 1,0Kg (ohne Akku) 1,8Kg

Storage Temperature -25°C ~ +85°C -25°C ~ +85°C -25°C ~ +85°C -20°C ~ +70°C -20°C ~ +75°C -20°C ~ +70°C
Operating Humidity 10% ~ 95% relative humidity 10% ~ 95% relative humidity 10% ~ 95% relative humidity 10% ~ 95% relative humidity 10% ~ 95% relative humidity

Modules Radio tuner with RDS decoder Microcontroller Microcontroller
Sound amplifier 4x 20W Sound amplifier 4x 20W Sound amplifier 4x 20W

GPS receiver 12- or 16- channel (option) GPS receiver 12- or 16- channel (option) GPS receiver 16-channel/ 4 pos. per second GPS receiver (optional) 
or CMOS Camera 1.3M Pixel 

GPS receiver 16-channel/ 4 pos. per second

GSM/GPRS module dual- or triband for voice, data, fax 
(option) 

GSM/GPRS module (option) GSM/GPRS module (option) GSM/GPRS communication module (option) GSM/GPRS module (option) 

PC- real time clock PC- real time clock PC- real time clock
µC-real time clock for special tasks
Enhanced microcontroller
Vehicle ON/OFF & Powermanagement Vehicle ON/OFF & Powermanagement Vehicle ON/OFF & Powermanagement

Features Vehicle Interfaces: Wireless LAN, Bluetooth Display:
1x Turn-/ Push-Button 10,4"/ 260,0 mm Display
2x CAN 2.0B 1024 x 768 Resolution
2x K-Line 300 cd/m² Brightness
7x Analog In 300:1 Contrast
8x Digital In
8x Digital Out

Ordering Number PKKC1000 PKKC1010 PKKC1015 PKKC3020 PKHS1100 PKKC3000

CompactFlash-Disk/           
2,5" standard or automotive/                        
2,5" IDE-Flash-Disk    

CompactFlash-Disk/           
2,5" standard or automotive/                        
2,5" IDE-Flash-Disk    

400MHz - 1,0GHz
400/ 650 MHz
933MHz

4x RS-232D extern

400MHz - 1,0GHz
400/ 650 MHz
933MHz

400MHz - 1,0GHz
400/ 650 MHz
933MHz

CompactFlash-Disk/           
2,5" standard or automotive/                         
2,5" IDE-Flash-Disk    

CompactFlash-Disk/           
2,5" standard or automotive/                         
2,5" IDE-Flash-Disk    

DELTA COMPONENTS - Automotive Box-PC
DeltaCar-PC, DeltaMobile-PC, DeltaNav-PC
The DeltaCar-PC is an open system platform with scalable system hardware for navigation, communication, office & data, vehicle adaptation and multimedia applications. The PC-unit comprises the size of a DIN-Radio housing and shows the e1 
registration. Furthermore the DeltaCar-PC holds the protection class IP20. The visualisation of the DeltaCar-PC can be implemented by a DeltaTerminal (see page 2) or a DeltaVarioMon (see page 3-4) – both special solutions of a LCD-TFT monitor.
The DeltaMobile-PC IV is applicable for vehicles and other professional solutions. Since it has been engineered for rugged ambient conditions, it can be used for the testing of vehicles, development issues and for the professional use in vehicles. 
The DeltaNav-PC is a Mobile-PC with an integrated LCD-TFT display for professional automotive applications. The highly integrated computer was developed for dash board installation for general Office - as well as measurement-tasks in the vehicle 
development. The system allows navigational functions by the integrated GPS receiver as well as multimedia tasks. 

400MHz - 1,0GHz
400/ 650 MHz
933MHz

CPU VIA Eden/C3 / Intel Celeron / Intel Pentium 3

Power Input

400MHz - 1,0GHz
400/ 650 MHz
933MHz

Clock (MHz)

CompactFlash-Disk/           
2,5" standard or automotive/                        
2,5" IDE-Flash-Disk    

VIA Eden/C3 / Intel Celeron / Intel Pentium 3VIA Eden/C3 / Intel Celeron / Intel Pentium 3 VIA Eden/C3 / Intel Celeron / Intel Pentium 3VIA Eden/C3 / Intel Celeron / Intel Pentium 3 VIA C7-M Processor Ultra Low Power Consumption

Serial Interface 1x RS-232  ( n/a with GSM/GPRS)                
1x RS-232  for GPS receiver

1x RS-232  ( n/a with GSM/GPRS)                
1x RS-232  for GPS receiver

4x RS-232D extern

16 VDC

0°C ~ +60°C  0°C ~ +50°C standard            
-20°C ~ +60°C 

2x RS-232C intern

12/24V DC (8-28V DC), locked LEMO - connector 12V DC (10 - 16V DC)

WIN 2000/ XP/                           
XP embedded/ Linux/ QNX

12/24V DC (8-28V DC), locked LEMO - connector 12V DC (10 - 16V DC) 12V DC (10 - 16V DC)

Harddisk

WIN2000/ XP / XP embedded / Linux / Linux embedded 
/ QNX

WIN 2000/ XP/                           
XP embedded/ Linux/ QNX

Verified Operating System

Audio management controller ( AUX external, telefon, 
radio tuner, PC- sound)

WIN 2000/ XP/                           
XP embedded/ Linux/ QNX

WIN 2000/ XP/                           
XP embedded/ Linux/ QNX

A
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1GHz

2,5'' Harddisk 40/60/80/100GB

  0°C ~ +50°C standard            
-20°C ~ +60°C 

0°C ~ +35°C  0°C ~ +50°C standard            
-20°C ~ +60°C 

Operating Temperature 0°C ~ +60°C
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                      Type

Features

6,5" DeltaTerminal transmissiv
Aufbaugehäuse

6,5 DeltaTerminal transflektiv
Aufbaugehäuse

6,5" DeltaTerminal
OEM Design Variante

8,4" DeltaTerminal
Aufbaugehäuse

8,4" DeltaTerminal
Einbaugehäuse

Viewing Area / Diagonale 6,5"/ 166mm 6,5"/ 166mm 6,5"/ 166mm 8,4" / 214mm 8,4" / 214mm
Touch Panel analog resistiv analog resistiv analog resistiv analog resistiv analog resistiv
Pixel Pitch (mm) 0,213 x 0,213 0,213 x 0,213 0,213 x 0,213 0,213 x 0,213
Resolution (mm) 640 x 480 Dot 640 x 480 Dot 640 x 480 Dot 800 x 600 Dot 800 x 600 Dot
Effective Display Area (mm) 132,48 x 99,36 132,48 x 99,36 132,48 x 99,36 170,4 x 127,8 170,4 x 127,8
Color 262k 262k 262k 262k
Contrast Ratio 250:1 400:1 250:1 250:1
Brightness 350 cd/m² 500cd/m² 350cd/m² 350cd/m²
Dimmable 0-100% 0-100% 0-100% 0-100% 0-100%
Viewing Angel up 35° down 45°

right 50° left 50° (typ.)
up 35° down 45°
right 50° left 50° (typ.)

up 90° down 90°
right 100° left 100° (typ.)

up 90° down 90°
right 100° left 100° (typ.)

Backlight 2x CCFL 2x CCFL 2x CCFL 2x CCFL 2x CCFL
Input Signal 1x LVDS 18 bit 1x LVDS 18 bit 1x LVDS 18 bit 1x LVDS 18 bit 1x LVDS 18 bit
Input Connector 1x 50 pin 1x 50pin 1x 50 pin 1x 50 pin 1x 50 pin

Power Supply 8 - 28V DC 8 - 28V DC 8 - 28V DC 8 - 28V DC 8 - 28V DC
Operating Temperature 0°C ~ +60°C 0°C ~ +60°C 0°C ~ +60°C 0°C ~ +60°C 0°C ~ +60°C

Storage Temperature -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C
Dimension (mm) 206,0 x 150,0 x 35,0 206,0 x 150,0 x 35,0 220,0 x 180,0 x 35,0 205,0 x 152,0 x 45,0
Net Weight (Kg)
Color Case black black custom design black metal
Approval E1 E1 E1 E1 E1
Options mounting kit mounting kit mounting kit mounting kit mounting kit
Ordering Number PKKC1080 PKKC1087 by ordering PKKC1084 PKKC1086

Term
in

als for D
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DELTA COMPONENTS - LCD Terminals 
for DeltaCar-PC
The optimal visualisation of the DeltaCar-PC takes place via a LCD-TFT DeltaTerminal. Alternatively you can use a terminal unit that is attached as a terminal in the instrument panel or by an built-in  terminal, 
which is integrated in the center console of the vehicle. DeltaTerminals show a LVDS-Single-Cable-System including: 1. power supply and control cables 2. picture data transfer via LVDS technology and 3. 
activation of the TouchScreen Controller. In Addition, you can find an PS/2 port for the adaption of a mouse and a key button to simulate the right mouse button. DeltaTerminals are available in the sizes 6,5'' and 
8,4''.
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Coming soon

                                 Type

Features

6,5"
DeltaVarioMon
CCFL Backlight

6,5"
DeltaVarioMon II

CCFL Backlight / transflektiv

6,5" 
DeltaVarioMon II

CCFL Backlight / transmissiv

8,4''
DeltaVarioMon II
CCFL Backlight 

Viewing Area / Diagonale 6,5"/170mm 6,5"/ 166mm 6,5"/ 166mm 8,4" / 213,3mm
Touch Panel with/ without TouchScreen

analog resistive
with/ without TouchScreen
analog resistive

with/ without TouchScreen
analog resistive

with/ without TouchScreen
analog resistive

Pixel Pitch (mm) 0,207 x 0,207 0,2070 x 0,2070 (H x V) 0,2070 x 0,2070 (H x V) 0,213 x 0,213 (W x H)
Resolution (mm) 640 x 480 VGA 640 x 480 VGA 640 x 480 VGA 800 x 600 SVGA
Effective Display Area 132,48 x 99,36 mm 132,5 x 99,4 132,5 x 99,4 170,4 x 127,8
Color 6-bit digital, 262.144 262k 262k 262k
Response Time (tr/tf) 25ms 49ms (Typ.) 13ms 50ms
Contrast Ratio 600:1 400:1 250:1 250:1
Brightness 600cd/m² 500 cd/m² 300 cd/m² 350 cd/m²
Dimmable yes

incl. Brightness-control via poti and lightsensor or OSD 
yes
incl. Brightness-control via poti and lightsensor or OSD

yes
incl. Brightness-control via poti and lightsensor or OSD

yes
incl. Brightness-control via poti and lightsensor or OSD

Viewing Angel up 80° down 80°
right 80° left 60° (typ.)

up 35° down 45°
right 50° left 50° (typ.)

up 35° down 45°
right 50° left 50° (typ.)

up 90° down 45°
right 100° left 100° (typ.)

Backlight 2x CCFL 2x CCFL 2x CCFL 2x CCFL
Lamp Life 50.000 h
Input Signal VGA/CRT, DVI-D VGA/CRT VGA/CRT VGA/CRT
Input Connector LEMO/ 15Pin HD-Sub, 

DVI, USB (TouchScreen)
LEMO / 15Pin HD-Sub / PS/2 LEMO / 15Pin HD-Sub / PS/2 LEMO / 15Pin HD-Sub / PS/2

Polarized Pencil Hardness 2H (min.) 2H (min.) 2H (min.)

Power Supply 8-28VDC 8 - 28VDC 8 - 28VDC 8 - 28VDC
Power Supply Cable 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 
Consumption 4,4W 5,0W 5,0W 6,4W
Operating Temperature -10° - +70°C    0°C ~ +60°C    0°C ~ +60°C    0°C ~ +50°C
Storage Temperature -20° - +80°C -20°C ~ +70°C -25°C ~ +70°C -20°C ~ +60°C
Dimension (mm) 206,4 x 150,2 x 35,0 206,4 x 150,2 x 35,0 206,4 x 150,2 x 35,0 220,0 x 180,0 x 35,0
Net Weight (Kg) 1,0 Kg
Case aluminium

softtouch special paint
black

aluminium
softtouch special paint
black

aluminium
softtouch special paint
black

aluminium
softtouch special paint
black

Protection Class IP30, e1 projected IP20 IP20 IP20
Pixel (MHz) 25.175 MHz 25.175 MHz
Options
Ordering Number DMXX1069 / DMXX1070 DMXX1048 / DMXX1049 DMXX1050 / DMXX1051 DMXX1055 / DMXX1056

D
eltaV

arioM
on

 - LC
D

-TFT M
on

itors    
DeltaVarioMon LCD-TFT Monitors                                                                                                  
for Professional Automotive-, Mobile-, Industrial Applications

DeltaVarioMon is one of  DELTA COMPONENTS proprietary product series. These LCD-TFT vehicle displays are designed for use in automotive and other mobile applications.  Available in four 
different sizes  (6,5“, 8,4“, 10,4“ and 12,1“) the displays differ – besides the integrated panel, design and possible options  – basically in respect  to the interfaces and the backlight (LED/CCFL). A 
microcontroller based regulation allows the dimming of brightness from 0% to 100%. Brightness can also be set manually via potentiometer. Please ask DELTA COMPONENTS for further 
information.
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New New New
                                                        
Type

Features

8,4"
DeltaVarioMon
CCFL Backlight

10,4''
DeltaVarioMon
LED Backlight

12,1''
DeltaVarioMon
LED Backlight

12,1''
DeltaVarioMon

High Brightness
Viewing Area / Diagonale 8,4"/213mm 10,4'' 12,1"/ 310mm 12,1"/ 310mm
Touch Panel with/ without TouchScreen

analog resistive
with/ without TouchScreen
analog resistive

with/ without TouchScreen
analog resistive

with/ without TouchScreen
analog resistive

Pixel Pitch (mm) 0,213 x 0,213 0,0685 x 0,2055 0.240 × 0.240 0.240 × 0.240 
Resolution (mm) 800 x 600 SVGA 1.024 x 768 XGA 1.024 x 768 XGA 1.024 x 768 XGA
Effective Display Area 170,496 x 127,872 mm 210,4 x 157,8 245.76 x 184.32 mm 245.76 x 184.32 mm
Color 16,2M 262.144 colors 6-bit, 262.144 colors
Response Time (tr/tf) 25ms 40ms 33ms 50ms
Contrast Ratio 600:1 800:1 800:1 500:1
Brightness 650cd/m² 1.000cd/m² 1.000cd/m² 1.250cd/m²
Dimmable yes

incl. Brightness-control via poti and lightsensor or OSD 
yes
incl. Brightness-control via poti and lightsensor or OSD 

yes
incl. Brightness-control via poti and lightsensor or OSD 

yes
incl. Brightness-control via poti and lightsensor or OSD 

Viewing Angel up 80° down 80°
right 80° left 60° (typ.)

150° (H) 150° (V) up 70° down 70°
right 70° left 70° (typ.)

up 70° down 70°
right 55° left 70° (typ.)

Backlight 2x CCFL LED Backlight LED Backlight 6x CCFL
Lamp Life
Input Signal VGA/CRT, DVI-D VGA/CRT, DVI-D VGA/CRT, DVI-D VGA/CRT, DVI-D
Input Connector LEMO/ 15Pin HD-Sub, 

DVI, USB (TouchScreen)
LEMO/ 15Pin HD-Sub, 
DVI, USB (TouchScreen)

LEMO/ 15Pin HD-Sub, 
DVI, USB (TouchScreen)

LEMO/ 15Pin HD-Sub, 
DVI, USB (TouchScreen)

Polarized Pencil Hardness 2H (min.) Anti glare coating (Haze 25%)
Hard coating 3H

Anti glare coating (Haze 25%)
Hard coating 3H

2H (min.)

Power Supply 7.5 - 33VDC 7.5 - 33VDC 7.5 - 33VDC 9-36VDC
Power Supply Cable 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 2-pin cable with open ends, Length ca.2m 
Consumption 27W
Operating Temperature -10° - +70°C -10° - +60°C -20° - +60°C 0° - +50°C
Storage Temperature -20° - +80°C -20° - +70°C -40° - +80°C -20° - +70°C
Dimension (mm) 218.0 x 182,0 x 39,0 250,0 x 201,0 x 41,0 292,0 x 232,0 x 41,0 292,0 x 234,5 x 47,0
Net Weight (Kg) ca. 950g 1.300g (DMXX1141) 1.650g (DMXX1161) ca. 1.400g
Case aluminium

softtouch special paint
black

aluminium
softtouch special paint
black

aluminium
powder-coated
black

aluminium
powder-coated
black

Protection Class IP30, e1 projected IP30, e1 projected IP30, e1 projected IP20
Pixel (MHz)
Options USB-Hub, Sound Amplifier and integrated speakers USB-Hub, Sound Amplifier and integrated speakers USB-Hub, Sound Amplifier and integrated speakers
Ordering Number DMXX1063 / DMXX1064 DMXX1140 / DMXX1141 DMXX1160 / DMXX1161 DMXX1067/1068/1073/1074
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DeltaVarioMon LCD-TFT Monitors                                                                            
for Professional Automotive-, Mobile-, Industrial Applications

DeltaVarioMon is one of  DELTA COMPONENTS proprietary product series. These LCD-TFT vehicle displays are designed for use in automotive and other mobile applications.  Available in four 
different sizes  (6,5“, 8,4“, 10,4“ and 12,1“) the displays differ – besides the integrated panel, design and possible options  – basically in respect  to the interfaces and the backlight (LED/CCFL). A 
microcontroller based regulation allows the dimming of brightness from 0% to 100%. Brightness can also be set manually via potentiometer. Please ask DELTA COMPONENTS for further 
information.
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                                   Type

Features MICROSPACE-PC20 MICROSPACE-PC21 MICROSPACE-PC21A MICROSPACE-PC21B MICROSPACE-PC21C MICROSPACE-PC40 MICROSPACE-PC40A MICROSPACE-PC40B MICROSPACE-PC40C MICROSPACE-PC41
Main Board
CPU AMD Geode LX800 AMD Geode LX800 AMD Geode LX800 AMD Geode LX800 AMD Geode LX800 Intel Pentium M 

Intel Celeron M
Intel Pentium M 
Intel Celeron M

Intel Pentium M 
Intel Celeron M

Intel Pentium M 
Intel Celeron M

Intel Pentium M 
Intel Celeron M

2ndLevel Cache (kByte) 128kB 128kB 128kB 128kB 128kB 2.048KB 2.048KB 2.048KB 2.048KB 2.048KB
Clock (MHz) 500MHz 500MHz 500MHz 500MHz 500MHz 800MHz - 1,8GHz 800MHz - 1,8GHz 800MHz - 1,8GHz 800MHz - 1,8GHz 800MHz - 1,8GHz
Chipset Geode CS5536 Geode CS5536 Geode CS5536 Geode CS5536 Geode CS5536 Intel 855GME Intel 855GME Intel 855GME Intel 855GME Intel 855GME
Memory (MB) 128MB - 1GB 128MB - 1GB 128MB - 1GB 128MB - 1GB 128MB - 1GB 512MB/ 1GB 256/ 512MB/ 1GB 512MB/ 1GB 512MB/ 1GB 512MB/ 1GB
Harddisk 40GB (optional) 40GB (optional) 40GB (optional) 40GB (optional) 40GB (optional) 1x 40GB/ 80GB 1x 40GB/ 80GB 1x 40GB/ 80GB 1x 40GB 1x 80GB

Optical Drive n/a n/a n/a n/a n/a DVD/CD-RW-Combo-Drive/
CD-RW/DVD-RW-Drive (Option)

CD-R-Drive/
CD-RW/DVD-RW-Drive (Option)

DVD/CD-RW-Combo-Drive
CD-RW/DVD-RW-Drive (Option)

DVD/CD-RW-Combo-Drive
CD-RW/DVD-RW-Drive (Option)

DVD/CD-RW-Combo-Drive/
CD-RW/DVD-RW-Drive (Option)

Video Controller LX800, UMA LX800, UMA, max32MB LX800, UMA, max32MB LX800, UMA, max32MB LX800, UMA, max32MB Intel 855GME Intel 855GME Intel 855GME Intel 855GME Intel 855GME
Video Memory max. 32MB max. 32MB max. 32MB max. 32MB max. 32MB 64MB 64MB 64MB 64MB 64MB
Video Interfaces VGA/CRT VGA/CRT VGA/CRT VGA/CRT VGA/CRT DVI / TV-out                         

VGA/CRT 
DVI / TV-out                         
VGA/CRT 

DVI / TV-out                         
VGA/CRT 

DVI / TV-out                         
VGA/CRT 

DVI / TV-Out                                 
VGA/CRT 

Resolution 1.920 x 2.550 1.920 x 2.550 1.920 x 2.550 1.920 x 2.550 1.920 x 2.550 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 
Keyboard, Mouse 1x PS/2 1x PS/2 1x PS/2 1x PS/2 1x PS/2 2x PS/2 (Y-cable) 2x PS/2 (Y-cable) 2x PS/2 (Y-cable) 2x PS/2 2x PS/2 (Y-cable)
Serial Interface n/a 1x RS-232C 4x RS-232C 2xRS-232C 2xRS-232C 1x RS-232 1x RS-232 1x RS-232 1x RS-232 1x RS-232

Parallel Interface  n/a 1x LPT 1x LPT 1xLPT 1xLPT 1x LPT 1x LPT 1x LPT 1x LPT 1x LPT
USB 3x USB 2.0 3x USB 2.0 3x USB 2.0 3x USB 2.0 3x USB 2.0 5x V2.0 4x V2.0 5x V2.0 5x V2.0 5x V2.0

Firewire IEEE1394 n/a n/a n/a n/a n/a 2x n/a 2x 2x 2x
IrDA n/a n/a n/a n/a n/a 115kBaud n/a 115kBaud 115kBaud 115kBaud
TV-Input/Framegrabber n/a yes yes yes yes BT878A, S-Video n/a BT878A, S-Video 3 x BT878A, S-Video CX23880, S-Video
LAN Ports 2x 10/100Base-T (RJ45) 2x 10/100Base-T (RJ45) 2x 10/100Base-T (RJ45) 2x 10/100Base-T 2x 10/100Base-T 1x 10/100Base-T (RJ45) 3x 10/100Base-T  (RJ45) 1x 10/100Base-T (RJ45) 1x 10/100Base-T (RJ45) 1x 100/10Base-T (RJ45) 

LAN Boot/Wake up yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes yes/ yes
Audio Controller AC´97 AC´97 AC´97 AC´97 AC´97 AC´97-2.3 AC´97-2.3 AC´97-2.3 AC´97-2.3 AC´97-2.3
Sound Stereo in/out Stereo in/out Stereo in/out Stereo in/out Stereo in/out Line-In stereo                      

Line-Out 5.1 sound      
Mic-In stereo / SPDIF

n/a Line-In stereo                   
Line-Out 5.1 sound       
Mic-In stereo/  SPDIF

Line-In stereo                   
Line-Out stereo

Line-In stereo            
Line-Out 5.1 sound AC3                 
Mic-In stereo/  SPDIF

Options CompactFlash
2,5'' Harddisk

CompactFlash
2,5'' Harddisk

CompactFlash
2,5'' Harddisk

CompactFlash
2,5'' Harddisk

CompactFlash
2,5'' Harddisk

WLAN WLAN WLAN                         WLAN     
9 channel Video-in (3x3 
multiplexed)              
MPEG4 compression      

WLAN                             
MPEG2= CX23416 +64MB 
SDRAM

Power Input 10V ~ 30V DC / (typ.) 8W 10V ~ 30V DC / (typ.) 8W 10V ~ 30V DC / (typ.) 8W 10V ~ 30V DC / (typ.) 10W 10V ~ 30V DC / (typ.) 10W 10V ~ 30V DC / (typ.) 35W 10V ~ 30V DC / (typ.) 35W 10V ~ 30V DC / (typ.) 35W 10V ~ 30V DC / (typ.) 35W 10V ~ 30V DC / (typ.) 35W
Power Supply Adapter optional optional optional optional optional 110V/ 220V AC 110V/ 220V AC 110V/ 220V AC 110V/ 220V AC 110V/ 220V AC
Expansion 1x MiniPCI 1x MiniPCI

1x PCI/104
1x MiniPCI
1x PCI/104

1x MiniPCI
2x CAN (PEAK)

1x MiniPCI 1x MiniPCI 1x MiniPCI 1x MiniPCI
PC Card 1x type II or 1x type III

1x PC/104-Plus
1x MiniPCI
PC Card 1x type II or 1x type III

1x PC/104  
1x MiniPCI

Power Saving Suspend/ Resume, SoftOff, 
Instant On, Remote ON 
(OFF by Ignition)

Suspend/ Resume, SoftOff, 
Instant On, Remote ON
(OFF by Ignition)

Suspend/ Resume, SoftOff, 
Instant On, Remote ON
(OFF by Ignition)

Suspend/ Resume, SoftOff, 
Instant On, Remote ON
(OFF by Ignition)

Suspend/ Resume, SoftOff, 
Instant On, Remote ON
(OFF by Ignition)

Conformity CE CE CE CE CE CE/ FCC CE/ FCC CE/ FCC CE/ FCC
Protection class IP20 IP20 IP20 IP20 IP20 IP50 IP50 IP50 IP50 IP50

Dimensions (mm) 160,0 x 110,0 x 27,0 160,0 x 110,0 x 46,0 160,0 x 110,0 x 46,0 165,0x110,0x46,0 165,0x110,0x46,0 159,0 x 245,0 x 66,0 159,0 x 245,0 x 66,0 159,0 x 245,0 x 66,0 159,0 x 245,0 x 66,0 159,0 x 245,0 x 66,0 
Case metal metal metal metal metal aluminium aluminium aluminium aluminium aluminium
Colour yellow

MOQ100: any colour 
yellow
MOQ100: any colour 

yellow
MOQ100: any colour 

yellow
MOQ100: any colour 

yellow
MOQ100: any colour 

anthracite/ blue anodized anthracite/ red anodized anthracite/ brown anodized anthracite/ blue anodized anthracite/ blue anodized

Weight 0,5Kg 0,7Kg 0,7Kg 0,7Kg 0,7Kg 3,0Kg 3,0Kg 3,0Kg 3,0Kg 3,0Kg
Operating Temperature 0°C ~ +60°C

without Harddisk: -25°C ~ +70°C
0°C ~ +60°C
without Harddisk: -25°C ~ +70°C

0°C ~ +60°C
without Harddisk: -25°C ~ +70°C

0°C ~ +60°C
without Harddisk: -25°C ~ +70°C

0°C ~ +60°C
without Harddisk: -25°C ~ +70°C

+5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C

Storage Temperature -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C -25°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C 
Operating Humidity 0% ~ 95% relative humidity

non-condensing
0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

MTBF >200.000h >200.000h >200.000h >200.000h >200.000h 60.000h 60.000h 60.000h 60.000h 60.000h
Verified Operating System Windows XP, QNX, LINUX, etc. Windows XP, QNX, LINUX, etc. Windows XP, QNX, LINUX, etc. Windows XP, QNX, LINUX, etc. Windows XP, QNX, LINUX, etc. WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX

Cooling
fanless
(passive with heatsink)

fanless
(passive with heatsink)

fanless
(passive with heatsink)

fanless
(passive with heatsink)

fanless
(passive with heatsink)

fanless fanless fanless fanless fanless

Ordering Number PKBX1001 PKBX1002 t.b.d. t.b.d. PKBX1003 PKBX1013 PKBX1014 PKBX1016 PKBX1009 PKBX1015

DELTA COMPONENTS - Box-PC MICROSPACE-Serie
Fanless, Pentium 3, Pentium M

MICROSPACE Box-PCs are compact and rugged computer with many features for narrow, sterile, dusty and unprotected environments such as consulting rooms, hotels, hospitals, warehouses, workshops and public buildings. Mobile deployment for presentations, measurements, ticket 
sales at major events etc. Compact and quiet, these are the special features of the MICROSPACE series, the dictionary-like dimensions of which make it the smallest and quietest PC with passive cooling. Other advantages of the powerful MICROSPACE Box-PC, which is equipped with the 
latest low consumption components, are its attractive design and wide range of features. This series uses powerful low-voltage Pentium-III CPUs and a passive cooling system for which a patent is pending. Since no fan is installed, the noise level is extremely low. The MICROSPACE 
MPCX is completely noiseless and an in-vehicle computer series. This systems are powerful, waterproof and shockresistant. Computers of the MICROSPACE MPCV series are totally silent as well as universally deployable. These computers with its passive cooling system were developped 
for display and control applications.
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*Automotiv* *Automotiv* *Automotiv*
                                   Type

Features MICROSPACE-PCF40 MICROSPACE-PCF50 MICROSPACE-PCX47 MICROSPACE-PCX48 MICROSPACE-PCX48A MICROSPACE-PC50
Main Board
CPU Intel Pentium M 

Intel Celeron M
Intel Pentium Core Duo-L2400 Intel Pentium M 

Intel Celeron M 
Intel Celeron M Intel Celeron 120 Intel Pentium Core Duo-L2400

2ndLevel Cache (kByte) 2.048kB 2.048kB 512 - 2.048kB 512kB 512kB 2.048KB
Clock (MHz) 800MHz - 1,8GHz 2x1.6GHz 600MHz - 1,4GHz 600MHz - 1,0GHz 800MHz 2x1.6GHz
Chipset Intel 855GME Intel 945GM Intel 855GME Intel 855GME Intel 855GME Intel 945GM
Memory (MB) 512MB/ 1GB 1GB (Max. 2GB) 512/ 1GB 256/ 512MB/ 1GB 256MB - max. 1GB 1GB (Max. 2GB)
Harddisk 1x 40GB/ 80GB 150GB (max.500GB)

2x SATA
1x 40GB/ 80GB (Optionen) 1x 40GB/ 80GB (Optionen) optional 150GB (max.500GB)

2x SATA
Optical Drive CD-R-Drive/              

CD-RW/DVD-RW-Drive (Option)
DVD-R/W, CD-R/W DVD/ CD-RW-Drive (Option) CD-RW/DVD-R-Drive (Option) optional DVD-R/W, CD-R/W

Video Controller Intel 855GME Intel 945GM Intel 855GME Intel 855GME Intel 855GME Intel 945GM
Video Memory 64MB 256MB 64MB 64MB 64MB 256MB
Video Interfaces DVI-D                                        

VGA/CRT 
DVI-D                                       
VGA/CRT

DVI/ LVDS
VGA/CRT           

DVI/ LVDS
VGA/CRT

DVI/ LVDS
VGA/CRT

DVI/TV-Out
VGA/CRT

Resolution 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 
Keyboard, Mouse 2x PS/2 2x PS/2 2x PS/2 USB USB USB
Serial Interface n/a n/a 2x RS-232 2x RS-232 2x RS-232

2 x optional
1x RS-232C

Parallel Interface  n/a n/a 1x LPT 1x LPT 1x LPT 1x LPT
USB 2x V2.0 6xV2.0 4x V2.0 4x V2.0 6x V2.0 6xV2.0

2x V2.0 (intern)
Firewire IEEE1394 n/a n/a max. 3x n/a n/a 2x
IrDA n/a n/a n/a n/a n/a n/a
TV-Input/Framegrabber n/a n/a 1x BT878A 1x BT878A 1x BT878A optional
LAN Ports 1x 10/100Base-T 1x 10/100Base-T (RJ45) 

1x 1GB LAN (RJ45)
1x 10/100Base-T 1x 10/100Base-T 1x 10/100Base-T 1x 10/100Base-T (RJ45) 

1x 1GB LAN (RJ45)
LAN Boot/Wake up yes/ yes yes/ yes n/a n/a yes/ yes
Audio Controller AC´97-2.3 AC´97-2.3 AC´97-2.3 AC´97-2.3 AC´97-2.3 AC´97-2.3
Sound Line-In stereo                       

Line-Out 5.1 sound AC3                   
Mic-In stereo

Line-In stereo                    
Line-Out 5.1 sound AC3                  
Mic-In stereo

Line-In stereo
Line-Out stereo
Mic-In stereo                                
Headphone stereo

Line-In stereo     
Line-Out stereo             
Mic-In stereo

Line-In stereo     
Line-Out stereo             
Mic-In stereo

Line-In stereo
Line-Out 5.1
Mic-In stereo

Options WLAN
Wall Mounting Kit

WLAN Mini-PCI WLAN
16x I/O Digital
8x Analog In

WLAN
3x Channel Relais Out

WLAN Mini-PCI
Dual-CAN
GSM
GPS

WLAN Mini-PCI
SCSI320 Interface
4ch Videoinput

Power Input 10V ~ 30V DC / (typ.) 35W 10V ~ 30V DC / (typ.) 35W 8V -30 VDC 8V -30 VDC 8V -30 VDC 12V ~ 24V DC / (typ.) 35W
Power Supply Adapter 110V/ 240V AC 110V/ 220V AC, 110V/ 220V AC 110V/ 220VAC 110V/ 220VAC (optional) 110V/ 220V AC, 100W or 12VDC
Expansion 1x MiniPCI 1x MiniPCI 1x PC/104-Plus

1x GPS
1x GSM/GPRS

1x PC/104-Plus
1x GPS
1x GSM/GPRS

1x Mini PCI
1x PC/104-Plus
1x GPS
1x GSM/GPRS

1x MiniPCI
2x PCI 32Bit Slot
1 x PCI Express

Power Saving Suspend/ Resume, SoftOff, Instant On, Remote 
ON
(OFF by Ignition)

Suspend/Resume, SoftOff, InstantOn Suspend/ Resume, SoftOff, Instant On, Remote 
ON(OFF by Ignition)

Suspend/ Resume, SoftOff, Instant On, Remote 
ON(OFF by Ignition)

Suspend/ Resume, SoftOff, Instant On, Remote 
ON(OFF by Ignition)

Suspend/Resume, SoftOff, InstantOn

Conformity CE/ FCC CE/ FCC CE/ Class B/ e1/ UL CE/ Class B/ e1/ UL CE/ Class B/ e1/ UL CE/ FCC
Protection class IP50 IP40 IP54

IP65 (Option)
IP50
IP52 (Option)

IP50
IP52 (Option)

IP40

Dimensions (mm) 302,0 x 249,0 x 40,0 310,0 x 256,0 x 42,0 159,0 x 300,0 x 66,0 159,0 x 190,0 x 66,0 159,0 x 190,0 x 66,0 300,0 x 280,0 x 160,0 
Case aluminium aluminium, metal aluminium aluminium aluminium aluminium
Colour black anthracite/  anodised black black anthrazit, black anodised anthracite/  anodised

Weight 3,0Kg 3,0Kg 3,2Kg 2,5Kg 3,0Kg 6,0Kg
Operating Temperature +5°C ~ +50°C +5°C ~ +50°C 0°C ~ +50°C @1GHz

-40°C ~ +70°C (optional)
-20°C ~ +50°C
-40°C ~ +70°C (optional)

-20°C ~ +50°C
-40°C ~ +70°C (optional)

+5°C ~ +50°C

Storage Temperature -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C 
Operating Humidity 0% ~ 95% relative humidity

non-condensing
0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

MTBF 60.000h 60.000h 60.000h
Verified Operating System Win2000, WinXP, LINUX and more WIN2000, WIN XP, LINUX WIN2000, WIN-XP, QNX, LINUX WIN2000, WIN-XP, QNX, LINUX WIN2000, WIN-XP, QNX, LINUX WIN2000, WIN XP, LINUX

Cooling fanless fanless fanless fanless fanless
passive

Ordering Number PKBX1017 PKBX1021 PKBX1090 PKBX1095 PKBX1096 PKBX1022

MICROSPACE Box-PCs are compact and rugged computer with many features for narrow, sterile, dusty and unprotected environments such as consulting rooms, hotels, hospitals, warehouses, workshops and public buildings. Mobile 
deployment for presentations, measurements, ticket sales at major events etc. Compact and quiet, these are the special features of the MICROSPACE series, the dictionary-like dimensions of which make it the smallest and quietest PC with 
passive cooling. Other advantages of the powerful MICROSPACE Box-PC, which is equipped with the latest low consumption components, are its attractive design and wide range of features. This series uses powerful low-voltage Pentium-
III CPUs and a passive cooling system for which a patent is pending. Since no fan is installed, the noise level is extremely low. The MICROSPACE MPCX is completely noiseless and an in-vehicle computer series. This systems are 
powerful, waterproof and shockresistant. Computers of the MICROSPACE MPCV series are totally silent as well as universally deployable. These computers with its passive cooling system were developped for display and control 
applications.

DELTA COMPONENTS - Box-PC MICROSPACE-Serie
Fanless, Pentium 3, Pentium M
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                                   Type

Features MICROSPACE PCV800 MICROSPACE PCV800i MICROSPACE PCV800m MICROSPACE PCV855 MICROSPACE PCV855i MICROSPACE PCV855m
Main Board
CPU AMD Geode LX800 AMD Geode LX800 AMD Geode LX800 Intel Celeron M Intel Celeron M Intel Celeron M

2ndLevel Cache (kByte) 128KB 128KB 128KB n/a n/a n/a
Clock (MHz) 500MHz 500MHz 500MHz 800MHz - 1GHz 800MHz - 1GHz 800MHz - 1GHz
Chipset AMD Geode AMD Geode AMD Geode Intel 855GME Intel 855GME Intel 855GME
Memory (MB) 256MB 256MB 256MB 256MB 256MB 256MB
Harddisk 40GB 40GB 40GB 40GB 40GB 40GB

Optical Drive n/a

Video Controller Geode UXGA Geode UXGA Geode UXGA Intel855GME Intel855GME Intel855GME
Video Memory 8-16MB 8-16MB 8-16MB 64MB 64MB 64MB
Video Interfaces VGA/CRT VGA/CRT DVI-D                                       

VGA/CRT
VGA/CRT VGA/CRT DVI-D                                       

VGA/CRT
Resolution 1.920 x 1.440 1.920 x 1.440 1.920 x 1.440 2.048 x 1.536 2.048 x 1.536 2.048 x 1.536 
Keyboard, Mouse USB 1x PS/2 USB USB 1x PS/2 USB
Serial Interface 2x RS-232 4x RS-232 2x RS-232 2x RS-232 4x RS-232 2x RS-232

Parallel Interface  n/a 1x LPT n/a n/a 1x LPT n/a
USB 4x V2.0 4x V2.0 4x V2.0 4x V2.0 4x V2.0 4x V2.0

Firewire IEEE1394 n/a n/a n/a n/a n/a n/a
IrDA n/a n/a n/a n/a n/a n/a
TV-Input/Framegrabber n/a n/a n/a n/a n/a n/a
LAN Ports 1x 10/100Base-T 

1x 10/100/1000Base-T
1x 10/100Base-T 
1x 10/100/1000Base-T

1x 10/100Base-T 
1x 10/100/1000Base-T

1x 10/100Base-T 
1x 10/100/1000Base-T

1x 10/100Base-T 
1x 10/100/1000Base-T

1x 10/100Base-T 
1x 10/100/1000Base-T

LAN Boot/Wake up yes/yes yes/yes yes/yes yes/yes yes/yes yes/yes
Audio Controller AC´97-5.1 AC´97-5.1 AC´97-5.1 AC´97-5.1 AC´97-5.1 AC´97-5.1
Sound n/a n/a Line-In stereo            

Line-Out 5.1 sound AC3                    
Mic-In stereo/  SPDIF

n/a n/a Line-In stereo            
Line-Out 5.1 sound AC3                    
Mic-In stereo/  SPDIF

Options WLAN
2x RS422 (isolated)
2x RS485 (isolated)

WLAN
2x RS422 (isolated)
2x RS485 (isolated)

WLAN
2x RS422 (isolated)
2x RS485 (isolated)

WLAN
2x RS422 (isolated)
2x RS485 (isolated)

WLAN
2x RS422 (isolated)
2x RS485 (isolated)

WLAN
2x RS422 (isolated)
2x RS485 (isolated)

Power Input 10V ~ 30V DC / (typ.) 10W 10V ~ 30V DC / (typ.) 10W 10V ~ 30V DC / (typ.) 11W 10V ~ 30V DC / (typ.) 18W 10V ~ 30V DC / (typ.) 18W 10V ~ 30V DC / (typ.) 19W 
Power Supply Adapter 110V/ 240V AC (Option) 110V/ 240V AC (Option) 110V/ 240V AC (Option) 110V/ 240V AC (Option) 110V/ 240V AC (Option) 110V/ 240V AC (Option)
Expansion 2x PC/104-Plus

1x MiniPCI
24x Digital I/O

2x PC/104-Plus
1x MiniPCI
24x Digital I/O

2x PC/104-Plus
1x MiniPCI
24x Digital I/O

2x PC/104-Plus
1x MiniPCI
24x Digital I/O

2x PC/104-Plus
1x MiniPCI
24x Digital I/O

2x PC/104-Plus
1x MiniPCI
24x Digital I/O

Power Saving Suspend/Resume, SoftOff Suspend/Resume, SoftOff Suspend/Resume, SoftOff Suspend/Resume, SoftOff Suspend/Resume, SoftOff Suspend/Resume, SoftOff

Conformity CE/ FCC CE/ FCC CE/ FCC CE/ FCC CE/ FCC CE/ FCC
Protection class IP40 IP40 IP40 IP40 IP40 IP40

Dimensions (mm) 292,0 x 145,0 x 81,0 292,0 x 145,0 x 81,0 292,0 x 145,0 x 81,0 292,0 x 145,0 x 81,0 292,0 x 145,0 x 81,0 292,0 x 145,0 x 81,0
Case metal metal metal metal metal metal
Colour grey and red grey and red grey and red grey and red grey and red grey and red

Weight 3,0Kg 3,0Kg 3,0Kg 3,0Kg 3,0Kg 3,0Kg
Operating Temperature +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C +5°C ~ +50°C

Storage Temperature -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C -40°C ~ +70°C 
Operating Humidity 0% ~ 95% relative humidity

non-condensing
0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

0% ~ 95% relative humidity
non-condensing

MTBF 60.000h 60.000h 60.000h 60.000h 60.000h 60.000h
Verified Operating System WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX WIN2000, WIN XP, LINUX

Cooling fanless fanless fanless fanless fanless fanless
Ordering Number PKBX1101 PKBX1102 PKBX1103 PKBX1104 PKBX1105 PKBX1106

MICROSPACE Box-PCs are compact and rugged computer with many features for narrow, sterile, dusty and unprotected environments such as consulting rooms, hotels, hospitals, warehouses, workshops and public buildings. Mobile 
deployment for presentations, measurements, ticket sales at major events etc. Compact and quiet, these are the special features of the MICROSPACE series, the dictionary-like dimensions of which make it the smallest and quietest PC 
with passive cooling. Other advantages of the powerful MICROSPACE Box-PC, which is equipped with the latest low consumption components, are its attractive design and wide range of features. This series uses powerful low-voltage 
Pentium-III CPUs and a passive cooling system for which a patent is pending. Since no fan is installed, the noise level is extremely low. The MICROSPACE MPCX is completely noiseless and an in-vehicle computer series. This systems 
are powerful, waterproof and shockresistant. Computers of the MICROSPACE MPCV series are totally silent as well as universally deployable. These computers with its passive cooling system were developped for display and control 
applications.
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Fanless, Pentium 3, Pentium M
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                                   Type

Features
rBox620-500 rBox810

Main Board SBC84620VEE-500 SBC84810VEA 
CPU AMDLX800 Prozessor Intel Celeron-M 600MHz, 512K cache / Intel Celeron-M 1GHz, 0K cache
2ndLevel Cache (kByte) 128kB 0kB or 512kB
Clock (MHz) 500MHz 600MHz or 1GHz
Chipset AMD LX + CS5536 + ITE888G Intel 852 GM + ICH4
Memory (MB) 1x 200PIn DDR SODIMM, max. 1GB 1x 200PIn DDR SODIMM, max. 1GB
Harddisk optional 2,5" HDD drive bay optional 2,5" HDD drive bay
Optical Drive n/a n/a
Video Controller intergrated in AMD LX Intel 852 GM
Video Memory up to 254MB up to 64MB
Video Interfaces VGA/CRT VGA/CRT
Resolution 1.920 x 1.440 2.548 x 1.5636
Keyboard, Mouse 1x PS/2 KB/MS 1x PS/2 KB/MS
Serial Interface 1x 9-pin D-SUB male for RS232/422/485

1x 9-pin D-SUB male for RS232
1x DC input connector

1x 9-pin D-SUB male for RS232/422/485
1x 9-pin D-SUB male for RS232
1x DC input connector

Parallel Interface  n/a 1x 15-pin D-SUB female for VGA
USB 1x USB 2.0 2x USB 2.0
Firewire IEEE1394 n/a n/a
IrDA n/a n/a
TV-Input/ Framegrabber n/a n/a
LAN Ports 2x RJ-45 for 10/100 Base-T Ethernet 1x RJ-45 for 10/100 Base-T Ethernet
LAN Boot/ Wake up yes/yes yes/yes
Audio Controller AC'97 Audio codec AC'97 Audio codec
Sound n/a n/a
Options 2x 9-pin D-SUB male for RS232 (COM3+4)

2x USB 2.0
1x RJ-45 for 10/100/1000 Base-T
1x W-LAN
2x CAN-BUS, isolated

2x 9-pin D-SUB male for RS232 (COM3+4)
2x USB 2.0 (USB Port 3+4)
1x RJ-45 for 10/100/1000 Base-T
1x W-LAN
2x CAN-BUS, isolated

Power Input 5VDC, 2A 12VDC : 07A (600MHz) 0,95A (1GHz)
5VDC: 1,7A (600MHz) / 1,95A (1GHz)

Power Supply Adapter n/a n/a
Expansion 1x Mini PCI 1x Mini PCI (option)
Conformity
Protection Class
Dimensions (mm) 50,0x111,0x160,0mm 66,0x111,0x160,0mm
Case Aluminium and steel Aluminium and steel
Colour black black
Weight 0,93 1,48kg
Operating Temperature -10C ~ 40°C with CF -10C ~ 40°C with CF
Storage Temperature
Operating Humidity
MTBF
Verified Operating System Xpe, WinCE Xpe, WinCE
Cooling fanless fanless
Ordering Number t.b.d. t.b.d.
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DELTA COMPONENTS - Box-PC rBox

The  series of fanless embedded computer systems with DIN-Rare mounting option is called rBox. The box PCs show heavy duty industrial qualitiy for applications in harsh 
environments. Smalles dimensions and full I/O customization makes it suitable for a wide range of different industrial applications.
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                           Type

Features

EM1610S/SA
for 5,25'' Petit Board

EM60320A
for 5,25'' Petit Board/STXSoM

EM60320C
for 5,25'' Petit Board EM60323 EM1611S

for 3,5'' Capa Board
EM60321

for 3,5'' Capa Board

Main Board SBC83675 / 83671 / 836A1 / 836A0 / 
83810

STB97100 / 97101      
SBC83675

SBC83810 / 836A1 / 836A0 / 83800 SBC86831 SBC84500 / 84510 / 84600 / 84610 SBC84500 / 84510 / 84600

CPU VIA Eden/C3                           
Intel Celeron

VIA Eden/C3                             
Intel Celeron

VIA Eden/C3
Intel Pentium M
Intel Celeron M

Intel Core2Duo
Sockel-M/478

VIA Eden/C3
Intel Celeron
Intel Pentium 3

VIA Eden/C3 
AMD Geode

2ndLevel Cache 64/ 128kB 64/ 128kB 64/ 512/ 2048kB 2.048kB 64/ 128/ 256kB 64KB/ n/a
Clock 400MHz - 1,3GHz 400MHz - 1,0GHz 400MHz - 1,8GHz up to 2,1GHz 300MHz - 1,0GHz 300MHz - 1,0GHz
Chipset CLE266 + VT8237       

VT 8606 + 686B         
VT 82C694T + 686B       
Intel 440BX

VT 8606 + 686B
VT 82C694T + 686B
Intel 440BX

855GME + 6300ESB      
CLE266 + VT8237

Intel 945 GME + ICH7M VT 8606 + 686B            
AMD Geode

VT8606 + 686B              
AMD Geode

Memory (MB) 256MB/ 512MB/ 1GB 256MB/ 512MB 1GB up to 4GB 128MB/256MB/512MB/1GB 256MB/ 512MB
Harddisk 1x 2,5" 1x 3,5" 1x 3,5" 1x 2,5" 1x 2,5" 1x 3,5"
Video Memory 0-64MB 0-64MB 0-64MB up to 224MB 0-64MB 8-32MB
Video Interfaces VGA/CRT TV-Out

VGA/CRT
VGA/CRT VGA/CRT VGA/CRT VGA/CRT

Resolution 1.600 x 1.200 1.024 x 768
1.024 x 768

2.048 x 1.536 2.048 x 1.536 1.024 x 768 1.024 x 768

Keyboard, Mouse 1x PS/2 1x PS/2 1x PS/2 2x PS/2 1x PS/2 1x PS/2
Serial Interface 3x RS-232                                 

1x RS-232/ 422/ 485
3x RS-232                                     
1x RS-232/ 422/ 485

3x RS-232                                    
1x RS-232/ 422/ 485

1x RS232 3x RS-232                                      
1x RS-232/ 422/ 485

3x RS-232                                 
1x RS-232/ 422/ 485

Parallel Interface  1x LPT 1x LPT 1x LPT n/a 1x LPT 1x LPT
USB 2x V1.1 

4x V2.0
2x V1.1 
4x V2.0

4x V2.0 4x USB 2.0 2x V1.1 2x V1.1 
2x V1.0

Firewire IEEE1394 n/a n/a n/a 2x n/a n/a
IrDA yes  yes yes n/a yes  yes
TV-Input/ Framegrabber n/a n/a n/a n/a n/a n/a
LAN Ports 1x 10/ 100/ 1000 Base-T 1x 10/ 100 Base-T 1x 10/ 100/ 1000 Base-T 2x Gigabit LAN 1x 10/ 100 Base-T 1x 10/ 100 Base-T
LAN Boot/Wake up n/a n/a n/a yes/yes n/a n/a
Audio Controller AC`97 AC`97 or                             

ESS ES1938 32 bit Sound Blaster
AC`97 AC'97 AC`97 AC-link interface for external AC`97 

Sound (yes option) (yes option) yes (yes option) yes
Power Input 100 ~ 240V AC auto

   9 ~ 18V DC
 18 ~ 36V DC
 36 ~ 72V DC

100 ~ 240V AC auto 100 ~ 240V AC auto 180W AC/ 250W AC 100 ~ 240V AC auto
   9 ~ 18V DC
 18 ~ 36V DC
 36 ~ 72V DC

100 ~ 240V AC auto
   9 ~ 18V DC
 18 ~ 36V DC
 36 ~ 72V DC

Power Supply Adapter 250W AC power supply
Expansion 2x PCI 2x PCI

PC/104
1x 2,5" HDD space 1x 16bit PC/104

Power Saving
Conformity CE CE CE CE CE CE
Protection class 225,0 x 225,0 x 88,0
Dimensions (mm) 316,0 x 225,0 x 51,0 335,0 x 250,0 x 88,0 335,0 x 250,0 x 88,0 270,0 x 260,0 x 55,0mm 225,0 x 225,0 x 51,0 heavy-duty cold-rolled steel
Case heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel silver
Colour silver silver silver black silver
Weight 0°C ~ +50°C
Operating Temperature 0°C ~ +50°C 0°C ~ +45°C 0°C ~ +45°C 0°C ~ +50°C
Storage Temperature 10% ~ 95% relative humidity

non-condensing
Operating Humidity 10% ~ 95% relative humidity

non-condensing
10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

50.000 - 100.000h

MTBF 50.000h 100.000h 100.000h 50.000 - 100.000h Windows CE/ Windows XP
Verified Operating System Windows CE / Windows XP Windows CE / Windows XP Windows CE/ Windows XP Windows CE / Windows XP 1x system fan
Cooling 2x system fan 1x system fan 1x system fan 1x system fan 1x system fan t.b.d.
Ordering Number t.b.d. t.b.d. t.b.d. t.b.d t.b.d.

The EM MicroBox is an embedded computer chassis that was designed for different form factor embedded boards. This chassis is perfect for industrial automation, medical, network appliance, surveillance, 
firewall, gateway, and router markets and applications. The EM MicroBox also features specific I/O requirements for different applications and embedded operating systems pre-installed without porting problems
which all make embedded solutions easier than ever.

B
ox-P

C
 EM

-Serie

DELTA COMPONENTS - Box-PC EM-Serie
With fan, PCI and/or PC/104 Extension-Bus, VIA C3/Eden, Pentium 3, Pentium M
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                           Type

Features

EM60320I
for Mini ITX

EM60320I-CF
for Mini ITX

EM60322
for Mini ITX

EM60320D
for Half-Sized CPU Card

EM60320E
for Half-Sized CPU Card

EM60320F
for Half-Sized CPU Card

EM60321C
for STX SoM

Main Board SBC86800 / 86807 SBC86806 / 86807 / 86808 SBC86808 SBC82621/ 82600 SBC82631 / 82610 / 82611 / 82400 / 
82401/ 8233 / 8241

SBC826A1 / 826A0 / 82810 STX+STB97200

CPU Intel Celeron
Intel Pentium 4

Intel Celeron
Intel Pentium 4

Intel Celeron D
Intel Pentium 4

Celeron & VIA C3  
VIA ULP/LP Eden C3

386 compliant
486 compliant
VIA Eden/C3
Intel Celeron, Celeron M
Intel Pentium3, Pentium M

VIA Eden/C3 VIA Eden/C3
Intel Celeron
Intel Pentium 3

2ndLevel Cache 128/ 512KB 128/ 512KB 128/ 512KB 64/ 128kB 512kB 64KB 64/ 128/ 256KB
Clock 2,0 - 3,2GHz 2,0 - 3,2GHz 2,0 - 3,2GHz 400MHz - 1,3GHz 33MHz - 1,3GHz 400MHz - 1,0GHz 400MHz - 933MHz
Chipset Intel 845GV and 82801 (ICH*4) Intel 845GV and 82801 (ICH*4) Intel 915GV + ICH6 VT82C694T +  686B VT 82C694T + 686B

VT 8606+686B   
STPC Elite                        
ASLI M6117D                               
ALI 1487 + 1489

CLE266 + VT8237 VT 8606 + 82C686B

Memory (MB) 1GB 1GB up to 2GB 512MB 20MB/ 64MB/ 128MB/ 512MB 1GB 512MB
Harddisk 1x 3,5" 1x 3,5" 1x 3,5'' or 1x 2,5'' HDD 1x 3,5" 1x 3,5" 1x 3,5" 1x 3,5"
Video Memory 0-64MB 0-64MB 128MB 0-64MB 0-64MB 0-64MB 8-32MB
Video Interfaces TV-Out

VGA/CRT
TV-Out
VGA/CRT

LCD/CRT
VGA/CRT

LCD/CRT
VGA/CRT

TV-Out
VGA/CRT

DVI
VGA/CRT

TV-Out
VGA/CRT

Resolution 2.048 x 2.048
2.048 x 2.048

2.048 x 2.048
2.048 x 2.048

CRT: 2.048 x 1.536
LVDS LCD: 1.600 x 1.200

1.920 x 1.440 1.280 x 1.024 1.400 x 1.050      
1.280 x 1.024

Keyboard, Mouse 1x PS/2 1x PS/2 1x PS/2 1x PS/2 1x PS/2 1x PS/2 1x PS/2
Serial Interface 1x RS-232 1x RS-232 3x RS-232                                       

1x RS-232/ 422/ 485
1x RS-232                                       
1x RS-232/ 422/ 485

1x RS-232                                         
1x RS-232/ 422/ 485

1x RS-232                                      
1x RS-232/ 422/ 485

3x RS-232                                    
1x RS-232/ 422/ 485

Parallel Interface  1x LPT 1x LPT 1x LPT 1x LPT 1x LPT 1x LPT 1x LPT
USB 4x V2.0 4x V2.0 4x V2.0 2x V1.1 2x V1.1 4x V2.0 3x V2.0

Firewire IEEE1394 n/a n/a n/a n/a n/a n/a n/a
IrDA yes yes yes yes yes yes yes
TV-Input/ Framegrabber n/a n/a n/a n/a n/a n/a n/a
LAN Ports 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 1x 10/ 100 Base-T 2x 10/ 100 Base-T 2x 10/ 100 Base-T 1x 10/ 100 Base-T
LAN Boot/Wake up n/a n/a n/a n/a n/a n/a n/a
Audio Controller AC`97 AC`97 AC`97 AC`97 AC-link interface for external AC`97 AC`97 AC`97

Sound (yes option) (yes option) (yes option) (yes option) (yes option)
Power Input 100 ~ 240V AC auto 100 ~ 240V AC auto 100 ~ 240V AC auto 100 ~ 240V AC auto 100 ~ 240V AC auto 100 ~ 240V AC auto

   9 ~ 18V DC
 18 ~ 36V DC
 36 ~ 72V DC

Power Supply Adapter
Expansion 2x PCI 2x PCI or 2x PCI-E

2x dummy add-on card brackets
1x PCI Express 2x PCI 2x PCI 2x PCI

Power Saving CE CE
Conformity CE CE CE CE CE
Protection class
Dimensions (mm) 335,0 x 250,0 x 88,0 335,0 x 250,0 x 98,0 300,0 x 273,0 x 65,0 335,0 x 250,0 x 88,0 335,0 x 250,0 x 88,0 335,0 x 250,0 x 88,0 225,0 x 225,0 x 88,0
Case heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel heavy-duty cold-rolled steel
Colour silver silver black silver silver silver silver
Weight 0°C ~ +45°C 0°C ~ +45°C
Operating Temperature 0°C ~ +45°C 0°C ~ +45°C 0°C ~ +60°C 0°C ~ +45°C 0°C ~ +45°C
Storage Temperature 10% ~ 95% relative humidity

non-condensing
10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

Operating Humidity 10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

10% ~ 95% relative humidity
non-condensing

100.000h 100.000h

MTBF 50.000h 50.000h 100.000h 100.000h Windows CE/ Windows XP Windows CE/ Windows XP
Verified Operating System Windows CE/ Windows XP Windows CE/ Windows XP Windows CE/ Windows XP Windows CE/ Windows XP 1x system fan 1x system fan
Cooling 1x system fan 1x system fan 2x system fan 1x system fan 1x system fan t.b.d. t.b.d.
Ordering Number t.b.d. t.b.d. t.b.d. t.b.d. t.b.d.

The EM MicroBox is an embedded computer chassis that was designed for different form factor embedded boards. This chassis is perfect for industrial automation, medical, network appliance, surveillance, firewall, 
gateway, and router markets and applications. The EM MicroBox also features specific I/O requirements for different applications and embedded operating systems pre-installed without porting problems, which all make 
embedded solutions easier than ever.

DELTA COMPONENTS - Box-PC EM-Serie
With fan, PCI and/or PC/104 Extension-Bus, VIA C3/Eden, Pentium 3, Pentium M
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                               Type

Features
Fanless Box-PC 3100 Fanless Box-PC 3100P2 Fanless Box-PC 3110 Fanless Box-PC 3150

Main Board
CPU Intel Pentium M 

Intel Celeron M
Intel Pentium M 
Intel Celeron M

Intel Core 2 Duo / Core Duo / Core Solo Family Intel Pentium M 
Intel Celeron M

2ndLevel Cache (kByte) 0 - 2.048kB 0 - 2.048kB 2MB - 4MB Cache 512 - 2.048kB
Clock (MHz) 600MHz - 1,8GHz 600MHz - 1,8GHz 1,06GB - 2x 2,33GHz 600MHz - 1,8GHz
Chipset Intel 852GM Intel 852GM Intel 945GME / ICH7 Intel 852GM 
Memory (MB) 128MB - 2GB 128MB - 2GB 2x 240 pin DDR2 (up to 3GB) 128MB - 2GB
Harddisk 1x 2,5" 1x 2,5" 1x 2,5" 1x 2,5"
Optical Drive n/a n/a n/a 1x Slim DVD Combo 
Video Controller Intel 852GM Intel 852GM Intel 945GME Intel 852GM
Video Memory 64MB 64MB 256MB 64MB
Video Interfaces DVI

TV-Out
VGA/CRT 

DVI
TV-Out
VGA/CRT 

DVI
TV-Out
VGA/CRT 

DVI
TV-Out
VGA/CRT 

Resolution (mm) 1.600 x 1.200 1.600 x 1.200 1.600 x 1.200 1.600 x 1.200
Keyboard, Mouse 1x PS/2 1x PS/2 1x PS/2 1x PS/2
Serial Interface 3x RS-232

1x RS-422/ 485
3x RS-232
1x RS-422/ 485

3x RS-232
1x RS-422/ 485

3x RS-232
1x RS-422/ 485

Parallel Interface  yes (Internal Header) yes (Internal Header) yes (Internal Header) 1x Printer Port Out 
USB 6x V2.0 6x V2.0 6x V2.0 6x V2.0
Firewire IEEE1394 n/a n/a n/a n/a
IrDA yes (Internal Header) yes (Internal Header) yes (Internal Header) yes (Internal Header)
TV-Input/Framegrabber no no no no
LAN Ports 2x 10/ 100 Base-T 2x 10/ 100 Base-T 2x GB LAN 2x 10/ 100 Base-T

LAN Boot/Wake up yes/yes yes/yes yes/yes yes/yes
Audio Controller AC`97 AC`97 AC`97 AC`97
Sound Line-Out

Mic-In
Line-Out
Mic-In

Line-Out
Mic-In

Line-Out
Mic-In

Options n/a n/a n/a Slim DVD ROM

Power Input 12V DC ~ 30V DC 12V DC ~ 30V DC 12V DC ~ 30V DC 12V DC ~ 30V DC
Power Supply Adapter AC Adapter 120W

100 - 240V AC In
AC Adapter 120W
100 - 240V AC In

AC Adapter 120W
100 - 240V AC In

AC Adapter 120W
100 - 240V AC In

Expansion Compact Flash Card internal
1x PCI Slot internal

Compact Flash Card internal
2x PCI Slot internal

Compact Flash Card internal
1x PCI Slot internal

Compact Flash Card internal

Power Saving Pentium M Speedstep Pentium M Speedstep Speedstep Pentium M Speedstep
Conformity CE/ FCC A CE/ FCC A CE/ FCC A CE/ FCC A
Protection Class IP40 IP40 IP40 IP40
Dimensions (mm) 195,0 x 268,0 x 80,0 195,0 x 268,0 x 107,0 195,0 x 268,0 x 80,0 195,0 x 268,0 x 80,0
Case aluminium aluminium aluminium aluminium
Colour Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U
Weight 3,5Kg 3,5Kg 3,5Kg 3,5Kg
Operating Temperature    5°C ~ 40°C  (with HDD )

-10°C ~ 45°C (with CF)
   5°C ~ 40°C  (with HDD )
-10°C ~ 45°C (with CF)

   5°C ~ 40°C  (with HDD )
-10°C ~ 45°C (with CF)

   5°C ~ 40°C  (with HDD )
-10°C ~ 45°C (with CF)

Storage Temperature -20°C ~ 80°C -20°C ~ 80°C -20°C ~ 80°C -20°C ~ 80°C
Operating Humidity 10% ~ 90% relative humidity

non-condensing
10% ~ 90% relative humidity
non-condensing

10% ~ 90% relative humidity
non-condensing

10% ~ 90% relative humidity
non-condensing

MTBF
Verified Operating System Windows 2000 / XP

Linux
Windows 2000 / XP
Linux

Windows 2000 / XP / Vista
Linux

Windows 2000 / XP
Linux

Cooling fanless fanless fanless
Ordering Number PKBX5050/5051/5052/5053/5054/5055 PKBX5016/5017/5018/5019/5020/5021 PKBX5070/5071/5072 PKBX5107/5108/5109/5113/5114/5115

Fan
less B

ox-P
C

 3
0

0
0

 Serie

The Fanless Box-PC series provides flexible, compact, housing-proven, highly reliable and durable computer systems for harsh environments. Within a flexible customization service the Fanless Box-PCs feature stand-alone operation, highly 
integration, compactness, an extremly rugged and realiable chassis, low power with good computing power and provide a target to penetrate vertical market applications. The 3300 model is specifically designed to adapt various power supplying 
conditions in vehicle evironments. The user can control and manage the system's power, such as setting the system to boot after the car engine started, keep the system running after engine turned off, or even switch to optional power source 
from back-up battery and more.

DELTA COMPONENTS - Box-PC 3000 Serie
Fanless, Pentium M, PCI-Extension or CD/DVD Drive
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*Automotive*
                               Type

Features
Fanless Box-PC 3120 Fanless Box-PC 3200 Fanless Box-PC 3220 Fanless Box-PC 3300

Main Board
CPU AMD Geode LX800 (GX3) Intel Pentium M 

Intel Celeron M
AMD Geode LX800 (GX3) Intel Pentium M

Intel Celeron M
2ndLevel Cache (kByte) 128kB L2 Cache 128kB L2 Cache 128kB L2 Cache 512kB L2 Cache
Clock (MHz) 500MHz 600MHz 500MHz max. 1,8GHz
Chipset AMD Geode CS5536 Intel 852GM AMD Geode CS5536 Intel 852GM
Memory (MB) 256MB - 1GB 128MB-1GB 256MB - 1GB 256MB - 1GB
Harddisk 1x 2,5" 1x 2,5" 1x 1,8'' / 2,5'' HDD drive bay
Optical Drive n/a 1 x Slim DVD (optional 2nd Flor) 1 x Slim DVD (optional 2nd Flor) n/a
Video Controller Geode Intel 852GM Geode Intel 852GM
Video Memory 16MB 64MB 16MB 64MB
Video Interfaces VGA/CRT VGA/CRT

LVDS internal
VGA/CRT
LVDS internal

VGA/CRT
LVDS

Resolution (mm) 1.600 x 1.200 1.600 x 1.200 1.600 x 1.200 1.600 x 1.200
Keyboard, Mouse 1x PS/2 1x PS/2 1x PS/2 1x PS/2
Serial Interface 4x RS-232 2x RS-232

2x RS-422/ 485
2x RS-232
2x RS-422/ 485

2x RS-232
2x RS-422/ 485

Parallel Interface  1x Printer Port Out 1x LPT 1x LPT 1x LPT
USB 4x V2.0 4x V2.0 4x V2.0 2x V2.0
Firewire IEEE1394 1x n/a n/a n/a
IrDA yes (Internal Header) yes (Internal Header) yes (Internal Header)
TV-Input/Framegrabber no no no no
LAN Ports 2x 10/ 100 Base-T 2x 10/ 100 Base-T 2x 10/ 100 Base-T 1x 10/ 100 Base-T

LAN Boot/Wake up yes/yes yes/yes yes/yes yes/yes
Audio Controller AC`97 AC`97 AC`97 AC`97
Sound Line Out Line In/Line Out Line In/Line Out Line In/Line Out

Options n/a Chassis Upgrade Kit w/easy expansion solution Chassis Upgrade Kit w/easy expansion solution Integrated GSM/GPRS and GPS modul for mobile communication and navigation, 
vibration bracket, external active cooling kit, cover kit for IP65 requirement

Power Input 12V DC 9V DC ~ 36V 9V DC ~ 36V 7 - 32V DC
Power Supply Adapter AC Adapter 65W

100 - 240V AC In
n/a n/a n/a

Expansion Compact Flash Card internal
1x MiniPCI Slot internal

1x PCMCIA external
2x CompactFlash internal+external
1xPC/104-Plus (with defined I/O output) internal
Memory Backup SRAM-NVRAM Socket internal
2nd Flor Case Expansion external

1x PCMCIA external
2x CompactFlash internal+external
1xPC/104-Plus (with defined I/O output) internal
Memory Backup SRAM-NVRAM Socket internal
2nd Flor Case Expansion external

1x PCMCIA
2x CompactFlash (internal+external)
1xPC/104-Plus with 1x PC/104 ISA and 1x PC/104 PCI
1x Mini PCI
1x NVRAM socket

Power Saving n/a Pentium M Speedstep Pentium M Speedstep Pentium M Speedstep
Conformity CE/ FCC A CE/ FCC A CE/ FCC A CE/FCC/eMark
Protection Class IP40 IP40 IP40 IP40
Dimensions (mm) 195,0 x 268,0 x 80,0 260,0 x 176,0 x 55,0 260,0 x 176,0 x 55,0 260,0 x 176,0 x 70,0
Case aluminium aluminium aluminium aluminium
Colour Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U Outer SAND BLAST & ANODIZE COATING, Inner PANTONE 877U
Weight 3,5Kg 3Kg 3Kg 3Kg
Operating Temperature    5°C ~ 40°C  (with HDD )

-10°C ~ 45°C (with CF)
   5°C ~ 40°C  (with HDD )
-10°C ~ 45°C (with CF)

   5°C ~ 40°C  (with HDD )
-10°C ~ 45°C (with CF)

  5°C ~ 45°C  (with HDD)
-10°C ~ 50°C  (with Automotive HDD)
-10°C ~ 55°C (with CF)

Storage Temperature -20°C ~ 80°C -20°C ~ 80°C -20°C ~ 80°C -20°C ~ 80°C
Operating Humidity 10% ~ 90% relative humidity

non-condensing
10% ~ 90% relative humidity
non-condensing

10% ~ 90% relative humidity
non-condensing

10% ~ 90% relative humidity
non-condensing

MTBF
Verified Operating System Windows 2000 / XP

Linux
Windows 2000 / XP
Linux

Windows 2000 / XP
Linux

Windows 2000 / XP
Linux

Cooling fanless fanless fanless
Ordering Number PKBX5300 PKBX5250/5251 PKBX5200 PKBX5350/5351/5353/5354

Fan
less B

ox-P
C

 3
0

0
0

 Serie

DELTA COMPONENTS - Box-PC 3000 Serie
Fanless, Pentium M, PCI-Extension or CD/DVD Drive

The Fanless Box-PC series provides flexible, compact, housing-proven, highly reliable and durable computer systems for harsh environments. Within a flexible customization service the Fanless Box-PCs feature stand-alone operation, highly 
integration, compactness, an extremly rugged and realiable chassis, low power with good computing power and provide a target to penetrate vertical market applications. The 3300 model is specifically designed to adapt various power supplying 
conditions in vehicle evironments. The user can control and manage the system's power, such as setting the system to boot after the car engine started, keep the system running after engine turned off, or even switch to optional power source from 
back-up battery and more.
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