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                              Type
Features Panel1125-675 Panel1150-675 Panel1151-807 / Panel1151FL-807 Panel1151-808 Panel1155-807

Size 12,1" 15,0" 15,0" 15,0" 15,0"
Resolution 800 x 600 1.024 x 768 1.024 x 768 1.024 x 768 1.024 x 768
Brightness 350 cd/m² 250 cd/m² 260 cd/m² 260 cd/m² 350 cd/m²
Viewing Angle 120° (H), 100° (V) 120° (H), 100° (V) 120° (H), 100° (V) 120° (H), 100° (V) 120° (H), 100° (V)
TouchScreen Resistive type Resistive type (optional) Resistive type Resistive type SAW type
CPU Intel Celeron & 

Pentium III
Intel Celeron & 
Pentium III

Socket 478 for Intel Pentium M and Celeron M /
Intel Celeron M onboard

LGA 775 für Pentium 4 and Celeron D
with 533/800MHz FSB

Socket 479 for Intel Pentium M and Celeron M
with 400MHz FSB

Clock Speed 533Mhz - 1,4GHz 533Mhz - 1,4GHz 400MHz / 800MHz 600MHz - 1,4GHz
Chipset VIA VT8606 (Twist-T) + VT82C686B VIA VT8606 (Twist-T) + VT82C686B Intel 852GM + ICH4 Intel 915V + ICH6 Intel 852GM + ICH4
Memory 1x 168-pin DIMM socket up to 512 MB 1x SDRAM DIMM max. up to 512MB 1x 184-pin DDR DIMM max. up to 1GB 2x 240-pin DDR2 DIMM max. up to 2GB in dual-

channel interleaved mode
1x 184-pin DDR DIMM max. up to 1GB

Hard Disk Drive 1x 2,5'' HDD 1x 3,5''
2x 2,5'' (optional)

1x 3,5'' 
2x 2,5'' (optional)

1x 3,5''
2x 2,5'' (optional)

1x 3,5''
1x 2,5'' (optional)

Optical Drive Slim CD-ROM (optional) Slim type CD-ROM drive (optional) Slim type CD-ROM drive (optional) Slim type CD-ROM drive (optional) n/a
Floppy Disk Drive yes Slim FDD Slim FDD Slim FDD n/a
I/O 3x RS-232

1x RS-232/422/485
1x Parallel
2x PS/2
1x 10/100 Base-T
1x S-VGA for second display
2x USB 1.1
1x Line-In
1x Line-Out
1x Mic-In

2x RS-232
1x RS-232/422/485
1x Parallel
2x PS/2
1x 10/100 Base-T
1x S-VGA for second display
2x USB 1.0
1x Line-In
1x Line-Out
1x Mic-In
1x DIO

2x RS-232
1x RS-232/422/485
1x Parallel
2x PS/2
2x 10/100 Base-T with WOL
1x S-VGA for second display
4x USB 2.0
1x Line-In
1x Line-Out
1x Mic-In

2x RS-232
1x RS-232/422/485
1x Parallel
2x PS/2
1x 10/100 Base-T
1x S-VGA for second display
4x USB 2.0
1x Line-In
1x Line-Out
1x Mic-In

3x COM
2x PS/2
2x 10/100 Base-T with WOL
1x S-VGA for second display
6x USB 2.0
1x Line-In
1x Line-Out
1x Mic-In

Video Controller VIA Twister chip with integrated S3 Pro Savage4 
2D/3D/video accelerator

VIA Twister chip with integrated S3 Pro Savage4 
2D/3D/Video accelator

Intel 852GM in North Bridge Intel 915V in North Bridge Intel 852GM in North Bridge

Expansion 1x PCI / 1x ISA share 2x ISA + 1x PCI or
2x PCI + 1x ISA (optional)

2x PCI slot
CompactFlash Type II socket

2x PCI slot
CompactFlash Type II

CompactFlash Type II

Watchdog Timer system rest and NMI; 64 levels; 0,5-8 / 5-80 / 50-800 / 
100-1600 sec.

0,5-1600 sec. With 64 levels, system reset or NMI Reset supported; 255 levels Reset supported; 255 levels Reset supported; 255 levels

Operating Temperature 0° ~ 45°C 0° ~ 45°C 0° ~ 45°C 0° ~ 45°C 0° ~ 45°C
Coolong system 4cm fan 2x 4cm fan
Operating System Win 95 / 98 / NT / 2000 / XP

Linux Kernel 2.4
Win 95 / 98 / NT / 2000 / XP
Linux Kernel 2.4

Win 95 / 98 / NT / 2000 / XP
Linux Kernel 2.4

Win 95 / 98 / NT / 2000 / XP
Linux Kernel 2.4

Win 95 / 98 / NT / 2000 / XP
Linux Kernel 2.4

Dimension (mm) 361,5 x 121,0 x 300,0 without expanion box: 433,0 x 91,3 x 358,0
with expanion box: 433,0 x 145,5 x 358,0

450,0 x 365,0 x 135,9 450,0 x 365,0 x 135,9 414,5 x 83,3 x 339,5

Weight 7,3 kg 8,8 kg 8,8 kg 8,8 kg 8,8 kg
Power Input 100 ~ 230 V AC 100 ~ 230 V AC 90 - 230V AC

24V DC
90-260V AC
DC (optional)

100- 230V AC

Front Bezel aluminium
Protection class IP65

NEMA 4/12 rugged protection
front panel

IP65
front panel

IP65
NEMA 4
front panel

Features Expansion:
DiskON Chip
CompactFlash
1x PCI
1x ISA

Expansion:
DiskON Chip
CompactFlash
2x PCI Full size
ISA expansion slot

Expansion:
2x PCI
CompactFlash

Expansion:
2x PCI
CompactFlash

SAW TouchScreen

Ordering Number PKPX5058//5059/5060 PKPX5074/5075/5076/5077/5079 t.b.d. t.b.d. t.b.d.

Industrial Panel Computers
Industrial P

anel C
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puters
The Industrial Panel Computer series is cost effective, highly reliable, and a powerful performance product designed to meet harsh environment needs. Features include front access USB, easy maintenance back door, 
data-backup RAID function, SAW touch screen (Panel855-807), and various mounting ways. The Industrial Panel PC is especially suitable for transportation applications and semiconductor & machine maker markets.
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                              Type
Features Panel1170-800 Panel1170-810

Size 17,0" 17,0"
Resolution 1.280 x 1.024 1.280 x 1025
Brightness 260 cd/m² 260 cd/m²
Viewing Angle 140° (H), 120° (V) 140° (H), 120° (V)
TouchScreen Resistive type (optional) Resistive type (optional)
CPU Socket 478 for Intel Pentium 4 and Intel Celeron

with 400/533MHz FSB
Socket 478 Intel Pentium M and Intel Celeron M
with 400MHz FSB

Clock Speed 600MHz - 1,4GHz
Chipset Intel 852GM/GME & 6300ESB Intel 855GM/GME & 6300ESB
Memory 1x 184-pin DDR DIMM max. up to 1GB 1x 184-pin DDR DIMM max. up to 1GB

Hard Disk Drive Enhanced IDE/SATA interface with RAID 0,1 function
2x 3,5''
2x 2,5'' (optional)

Echanced IDE/S-ATA interface
1x 3,5''  or 2x 2,5''

Optical Drive Slim Type CD-ROM/Comco/DVD-RW drive (optional) Slim Type CD-ROM / Combo / DVD-RW drive (optional)
Floppy Disk Drive Slim type FDD Slim FDD
I/O 3x RS-232

1x RS-232/422/485
1x Parallel
2x PS/2
1x 10/100 BASE-T
1x VGA for second display
4x USB 2.0
1x Line-In
1x Line-Out
1x Mic-In

2x RS-232
1x RS-232/422/485
1x Parallel
2x PS/2
1x 10/100 BASE-T
1x 10/100/1000 BASE-T
1x S-VGA for second display
3x USB 2.0

Video Controller Intel 852GME integrated Intel 855GME integrated

Expansion 2x PCI
CompactFlash

1x PCI-X slot
CompactFlash Type II

Watchdog Timer Reset supported; 600 levels Reset supported; 600 levels

Operating Temperature 0° ~ 45°C 0° ~ 45°C
Coolong system with fan with fan
Operating System Win 98 / NT / 2000 / XP Win 95 / 98 / NT / 2000 / XP

Linux Kernel 2.4
Dimension (mm) 432,8 x 130,0 x 354,8 432,8 x 105,9 x 354,8 

Weight 15 kg 13,5 kg
Power Input 90 - 246V AC 115 ~ 230 V AC

Front Bezel aluminium with brightness control bottoms aluminium with brightness control bottoms and power LED
Protection class IP65 compliant 

front panel

Features Expansion:
2x PCI
CompactFlash Type II

Expansion:
1x PCI-X
PCI expansion slot
CompactFlash Type II

Ordering Number t.b.d. PKPX1050/1070

Industrial P
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The Industrial Panel Computer series is cost effective, highly reliable, and a powerful performance product designed to meet harsh environment needs. Features include front access USB, easy maintenance back door, 
data-backup RAID function, SAW touch screen (Panel855-807), and various mounting ways. The Industrial Panel PC is especially suitable for transportation applications and semiconductor & machine maker markets.

Industrial Panel Computers
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                              Type
Features Panel5150-675 Panel5155-807

for KIOSK Application
Size 15,0" Open Frame 15,0" Open Frame
Resolution 1.024 x 768 1.024 x 768
Brightness 250 cd/m² 350 cd/m²
Viewing Angle 120° (H), 100° (V) 120° (H), 100° (V)
TouchScreen Resistive type SAW type
CPU ZIF socket 370 for Intel Celeron / Pentium III

VIA C3 processor
Socket 478 for Intel Pentium M and Celeron M
with 400MHz FSB

Clock Speed 533 - 1,4GHz 600MHz - 1,4GHz
Chipset VIA VT8606 (Twist-T) + VT82C686B Intel 852GM + ICH4
Memory 1x SDRAM DIMM max. 512MB 1x 184-pin DDR DIMM max. up to 1GB
Hard Disk Drive 1x 3,5'' HDD

2x 2,5''HDD
1x 3,5''
1x 2,5'' (optional)

Optical Drive CD-ROM (optional) n/a
Floppy Disk Drive Slim type FDD n/a
I/O 2x RS-232

1x RS-232/422/485
1x Parallel
1x DIO
2x PS/2
1x 10/100 Base-T
1x S-VGA for second display
2x USB 1.1
1x Line-In
1x Line-Out
1x Mic-In

2x RS-232
1x RS-232/422/485
1x Parallel
1x DIO
2x PS/2
2x 10/100 Base-T with WOL
1x S-VGA for second display
2x USB 2.0
1x Line-In
1x Line-Out
1x Mic-In

Video Controller VIA Twister S3 PRO Intel 852GM in North Bridge
Expansion 1x PCI + 2x ISA or

2x PCI + 1x ISA
CompactFlash

Watchdog Timer 0,5 - 1600 sec. With 64 levels; system reset or NMI Reset supported; 255 levels
Operating Temperature 0° ~ 45°C 0° ~ 45°C
Coolong system 2x 4cm fan with fan
Operating System Win 95 / 98 / NT / 2000 / XP

Linux Kernel 2.4
Win 95 / 98 / NT / 2000 / XP
Linux Kernel 2.4

Dimension (mm) without expansion box: 414,5 x 89,5 x 339,5
with expansion box: 414,5 x 140,7 x 339,5

414,5 x 78,9 x 339,5

Weight 8,8 kg 8,8 kg
Power Input AC 100 ~ 230 V

18-56V DC (optional)
100 - 230V AC

Front Bezel n/a n/a
Protection class IP65 compliant 

NEMA 4/12 rugged protection
front panel

Features AC' 97 Audio Codec with Amplify SAW Touch
Ordering Number PKPX5080 t.b.d.

Open Frame Industrial Panel Computers
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The Open Frame Industrial Panel Computer series provides multiple panel mount options in order to offer more flexible choices for customers. These computers also support Windows® 9x/2k/XP, Windows® CE.NET, 
Windows® XP embedded, and Linux.
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